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MATTING INSTALLATION DETAIL

                                    M ATTING IN DITCHES

                                               M ATTING ON SLOPES

BACKFILL

MATTING SHALL BE

PLACED IN TRENCH

AND BACKFILLED

18"

(MIN.)

6" MIN

STAPLES ON

1’ CENTERS

IN TRENCH

EXISTING

GROUND

6"
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TRAPEZOIDAL DITCH

VEE DITCH

ISOMETRIC VIEW

TOP VIEW

WATTLE WITH POLYACRYLAMIDE (PAM) DETAIL
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SECTION A-A

YY

SECTION Y-Y

MULTI-DIRECTIONAL FLOW SINGLE-DIRECTIONAL FLOW
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NOTES:

THIS DETAIL APPLIES TO STRAW, EXCELSIOR, AND PERMANENT SOIL REINFORCEMENT MAT (PSRM) INSTALLATION.

STAPLES SHALL BE NO. 11 GAUGE STEEL WIRE FORMED INTO A "U" SHAPE WITH A MINIMUM THROAT WIDTH OF 1 

INCH AND NOT LESS THAN 6 INCHES IN LENGTH.

NOT TO SCALE

NOT TO SCALE

NATURAL GROUND

NATURAL GROUND

FLOW

2’(MAX.)

EDGE OF PAVEMENT

PAVEMENT

SHLD.

 SLOPE
BACK
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STAKE
2’ UPSLOPE

MATTING

STAKE
2’ DOWNSLOPE

STAKE
2’ UPSLOPE

MATTING

STAKE
2’ DOWNSLOPE

6’(MIN.)

12"(MIN.)

EXCELSIOR WATTLE

STAKE
UPSLOPE

STAKE
DOWNSLOPE

MATTING

MATTING

See Inset C

INSET C

See Inset B

INSET B

STAPLES

VAR.

2’(MIN.)

2 IN.

See Inset A

INSET A

STAKES

PAM

PAM
(1 OZ.)

(1 OZ.)

PAM AFTER EVERY RAINFALL EVENT THAT IS EQUAL TO OR EXCEEDS 0.50 IN.

WATER WILL FLOW AND 1 OUNCE OF PAM ON MATTING ON EACH SIDE OF WATTLE.  REAPPLY

INITIALLY APPLY 2 OUNCES OF ANIONIC OR NEUTRALLY CHARGED PAM OVER WATTLE WHERE

TO BE APPLIED TO EACH WATTLE.

LOCATION, AND FROM OFFSITE MATERIAL, AND ANALYZE FOR APPROPRIATE PAM FLOCCULANT

PRIOR TO POLYACRYLAMIDE (PAM) APPLICATION, OBTAIN A SOIL SAMPLE FROM PROJECT

INSTALL MATTING IN ACCORDANCE WITH SECTION 1631 OF THE STANDARD SPECIFICATIONS.

AND AT EACH END TO SECURE IT TO THE SOIL.

INSTALL STAPLES APPROXIMATELY EVERY 1 LINEAR FOOT ON BOTH SIDES OF WATTLE

U SHAPE NOT LESS THAN 12" IN LENGTH.

PROVIDE STAPLES MADE OF 0.125 IN. DIAMETER STEEL WIRE FORMED INTO A

TO WEDGE WATTLE TO BOTTOM OF DITCH.

INSTALL A MINIMUM OF 2 UPSLOPE STAKES AND 4 DOWNSLOPE STAKES AT AN ANGLE

WATTLE AND SCOUR DITCH SLOPES AND AS DIRECTED.

ONLY INSTALL WATTLE(S) TO A HEIGHT IN DITCH SO FLOW WILL NOT WASH AROUND

USE 2 FT. WOODEN STAKES WITH A 2 IN. BY 2 IN. NOMINAL CROSS SECTION.

USE MINIMUM 12 IN. DIAMETER EXCELSIOR WATTLE.

NOTES:

PAM
(2 OZ.)

FLOW

PAM
(1 OZ.)

PAM
(1 OZ.)

WIRE MESH

2’

2’

2’

6"

1’-6"

� " WIRE MESH

� " WIRE MESH

CONTROL STONE

SEDIMENT

 WATER

FILTERED

12"

2’

2’

6"

1’-6"

CONTROL STONE

SEDIMENT

 WATER

FILTERED

FLOW FLOW

MAXIMUM POST SPACING 4 FT.
SEE NOTE FOR POST DESCRIPTION

DIMENSION VARIABLE

AVERAGE BOX

DIMENSION VARIABLE

AVERAGE BOX
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� " WIRE MESH

OF 4’.   

  SPACE POST A MAXIMUM

ANGLE STEEL TYPE.

OF THE SELF-FASTENER 

1.5’  DEEP MINIMUM, AND

  USE 5’ STEEL POST, INSTALLED

SEDIMENT CONTROL STONE.

  INSTALL WIRE MESH UNDER

DIVERSION POINT.

THE SHOULDER OR ANY

A MINIMUM OF ONE FOOT BELOW

  PLACE TOP OF WIRE MESH

1/4 INCH MESH OPENINGS.

MESH HARDWARE CLOTH WITH

  USE 24 GAUGE MINIMUM WIRE

FOR SEDIMENT CONTROL STONE.

  USE NO. 5 OR NO. 57 STONE

NOTE

NOT TO SCALE
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