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CONVENTIONAL SYMBOLS

SWAIN

CHEROKEE

GRAHAM

CLAY

MACON

HAYWOOD

JACKSON

TRANSYL-

VANIA

HENDERSON

POLK

MADISON YANCEY

MITCHELL
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NORTH CAROLINA

STATE OF

DEPARTMENT OF TRANSPORTATION
RALEIGH  NC 27699        919-707-2920

1557 MAIL SERVICE CENTER
LANDSCAPE DESIGN & DEVELOPMENT SECTION

NCDOT- ROADSIDE ENVIRONMENTAL UNIT

HIGHWAY LANDSCAPE DEVELOPMENT PROJECT

LANDSCAPE ENHANCEMENT

SUMMARY OF QUANTITIES

4

3

L 1

BK

2014 American Standard for Nursery Stock

LOCATION

PROJECT

LANDSCAPE

TYPE of WORK:
2018 NCDOT STANDARD SPECIFICATIONS

5/2019

LOCATION: Kenansville, NC- Various Locations

TYPE OF WORK: Gateway Signs and Landscaping

DUPLIN COUNTY

Entrance Sign Construction & Landscaping

Kenansville NC- 3 Area Locations

Vicinity Map

DUPLIN COUNTY

L 4 ...  SIGN DETAILS
L 3 ...  SITE/LANDSCAPE PLAN
L 2 ...  PLANTING DETAILS
L 1  ... TITLE, DESCRIPTION, LOCATION

City or Town Line
Exist. Right of Way Line Marker

Prop. Control of Access Line
Property Line
Easement Line
Slope Stake Line
Exist. Fence
Prop. Woven Wire Fence
Prop. Chain Link Fence
Exist. Road
Prop. Road
Guardrail
Survey Line
Denotes Line Equality
Bridge
Culvert
Railroad
Woods
Exist. Telephone Pole
Prop. Telephone Pole

Prop. Power Pole
Sanitary Sewer Line
Water Line
Gas Line

C
A

C
A

C

C
A

PL PL

E E E

OR

SS SS

GAS

Exist. Control of Access Line
(By Contract)

(By Others)
Prop Right of Way Line Marker

Prop. Right of Way Line Marker

County Line

Exist. Power Pole

Regeneration
Reforestation

OR

City or Town Line
Exist. Right of Way Line Marker

Prop. Control of Access Line
Property Line
Easement Line
Slope Stake Line
Exist. Fence
Prop. Woven Wire Fence
Prop. Chain Link Fence
Exist. Road
Prop. Road
Guardrail
Survey Line
Denotes Line Equality
Bridge
Culvert
Railroad
Woods
Exist. Telephone Pole
Prop. Telephone Pole

Prop. Power Pole
Sanitary Sewer Line
Water Line
Gas Line

C
A

C
A

C

C
A

PL PL

E E E

OR

SS SS

GAS

Exist. Control of Access Line
(By Contract)

(By Others)
Prop Right of Way Line Marker

Prop. Right of Way Line Marker

County Line

Exist. Power Pole

Regeneration

OR

Tower Pole and Line

Picnic Shelter
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X

USE AS DIRECTED BY FIELD ENGINEER

 

X

2019

BK

5 21

TREE OR SHRUB PLANTING DETAIL 

(SLOPING GROUND)

PLANT DETAIL
GROUND COVER/ BEDDING 

SHRUB BED PLANTING DETAIL

GUARDRAIL MULCHING DETAIL

SIZE OR CONTAINER DIAMETER.

BE TWICE THE ROOT BALL 

PLANT HOLE WIDTH TO 

TYPICAL
BOULDER PLACEMENT DETAIL

DITCH LINING DETAIL
CLASS "A" STONE 

TRAVELWAY.
PAVEMENT EDGE OF 
GUARDRAIL OR TO 
FRONT EDGE OF THE 
EXTEND MULCH TO 

PRUNE DAMAGED BRANCHES

BEFORE OR AFTER MULCHING

PLANTS MAY BE INSTALLED 

X

SOIL  BACKFILL

COMPACTED NATIVE 

4'

DRYWALL SCREWS

TO STAKE(S) WITH TWO 3" 

ON ROOT BALL) ATTACHED 

CROSS MEMBER (RESTING 

2 X 2 UNTREATED PINE 

ROOT BALL

SECTION

PLAN

MAY VARY

ROOT BALL 

WIDTH OF 

PINE STAKE (TYP)

2 X 2 UNTREATED 

DRYWALL SCREWS  (TYP)

TO STAKE(S) WITH TWO 3" 

ON ROOT BALL) ATTACHED 

CROSS MEMBER (RESTING 

2 X 2 UNTREATED PINE 

OFF THE TREE COLLAR)

(KEEP MULCH MIN. 2"

BALL IS ABOVE GRADE

SO THAT 1/8 OF ROOT 

INSTALL TREE OR SHRUB 

RING (TYP)

WATER RETENTION 

(STAKE TREES 8' OR TALLER)

SOIL BACKFILL

COMPACT NATIVE

RING

WATER RETENTION 

BRANCHES

PRUNE DAMAGED 

ROOTS.

(OR HAND SAW) TO REMOVE GIRDLING 

(MAX. 2") WITH SHARP SPADE SHOVEL 

SHAVE OUTER PERIPHERY OF ROOT BALL 

TREE COLLAR

TREE PLANTING INSTRUCTIONS
(FOR CONTAINER OR BALLED & BURLAPPED TREES)

NEEDED)

SYSTEM (NO ROOT SHAVING 

HEALTHY VASCULAR ROOT 

ROOT BALL)

ROOT GROWTH ENCIRCLING 

ROOT SYSTEM (EXCESSIVE 

GIRDLING & ROOT BOUND

HIGHER.

PLANT THE TREE BALL SLIGHTLY 

LOW LAYING OR WET AREAS, 

SURROUNDING GRADE.  IN 

TREE BALL LEVEL WITH THE 

SOIL LOCATIONS, PLANT THE 

IN ARID, DRY, OR SANDY 

LEADER

DO NOT REMOVE 

GREATER.

CONTAINER SIZE, WHICHEVER IS 

MIN. DEPTH OF 6" OR 2" DEEPER THAN 

BEFORE PLANTING, SCARIFY SOIL TO A

SETBACK A MIN. OF 10'.  

PLANTS THAT GROW TALLER THAN 4' 

OR LESS) 5' BEHIND GUARDRAIL; FOR 

LOCATE PLANT MATERIAL (THAT GROW 4' 

MINIMUM DEPTH OF 6".

SCARIFY (TILL) BED TO A 

IN THE HOLE.

PLANTING OR AFTER PLACING 

BE PERFORMED JUST PRIOR TO 

ROOT BALL SHAVING CAN 

ROOT BALL STAKING DETAIL
TREE PLANTING & 

FABRIC AND METAL CAGE. 

 OF 3
1(OR REMOVE) TOP 

IN THE HOLE, FOLD BACK 

ONCE ROOT BALL IS PLACED

BALL IS ABOVE GRADE

SO THAT 1/8 OF ROOT 

INSTALL TREE OR SHRUB 

FINISH GRADE

MULCH

GUARDRAIIL

ROADWAYROADWAY

4" MULCH

FINISH GRADE

WATER RETENTION RING

FINISH GRADE

COMPACT BACKFILL

 

ROOT BALL IS ABOVE FINISH GRADE.

INSTALL SHRUB SO THAT 1/8 OF 

GRADE FOR MAXINUM WATER FLOW.
LINER IN DITCH.  PLACE STONE FLUSH WITH DITCH 
MIN. 12" DEEP CLASS "A" STONE ON FILTER FABRIC

GROUND AND 2/3 EXPOSED.

STONE TO BE BURIED 1/3 IN 

PROVIDED BY NCDOT. 

WEATHERED STONE TO BE 

4' MIN. TO 8' MAX. NATURAL 

(LEVEL TO SLOPING)

VARIABLE GRADE
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Plans Drawn By:

Scale

Date

Sheet Description

Sheet #
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NOTES:

AND REPLANT TO UPRIGHT POSITION.

THE USE OF STAKING OR GUYING.  DIG TREE 

THAT HAS BEEN PLANTED AT AN ANGLE WITH 

- DO NOT ATTEMPT TO STRAIGHTEN A TREE 

INTERNATIONAL SOCIETY OF ARBORICULTURE.

ARBORICULTURAL PRACTICES AS SPECIFIED BY 

- ALL PRUNING TO FOLLOW STANDARD 

TO APPLICATION.

MUST BE APPROVED BY FIELD ENGINEER PRIOR 

MANUFACTURER. BOTH RATE AND FORMULATION 

TABLET.  APPLY AT RATE RECOMMENDED BY 

THE FORM OF A SLOW RELEASE PELLET OR 

- APPLY FERTILIZER AT PLANTING TIME IN 

OR AS DIRECTED BY THE NCDOT ENGINEER.

PRIOR TO PLANTING, BY LABEL INSTRUCTIONS, 

- APPLY HERBICIDES A MIN. OF 7 DAYS 

ROOT BALL SIZE OR CONTAINER DIAMETER.

- PLANT HOLE WIDTH TO BE TWICE THE 

L2
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EDGE OF PAVEMENT

DITCH CENTERLINE

FENCE LINE    R/W
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BRODIE E. RED CEDAR

SIGN

KENANSVILLE

FABRIC IN MULCHED PLANT BED.

GRADE AND LEVEL AREA. USE LANDSCAPE 

WHERE SIGN AND PLANTING IS PROPOSED;

REMOVE EXISTING VEGETATION IN AREA

SIGN

KENANSVILLE

TO TOWN OF KENANSVILLE

IN SAME LOCATION; PROVIDE EXISTING SIGN

REMOVE AND REPLACE EXISTING SIGN

N
C
 
2
4

NC 24

ROUTLEDGE RD

NC 2
4

N
C
 
11

KEEP AREA MOWED

SIGN

KENANSVILLE

E. RED CEDAR

9- 'BRODIE' 

BERMUDA SOD

155 SY-

DAYLILY BED

EXISTING 

DAYLILY BED

EXISTING 

FABRIC IN MULCHED PLANT BED.

GRADE AND LEVEL AREA. USE LANDSCAPE 

WHERE SIGN AND PLANTING IS PROPOSED;

REMOVE EXISTING VEGETATION IN AREA THE TOWN OF KENANSVILLE.

SALVAGE EXISITING SIGN AND PROVIDE TO 

IN SAME LOCATION. 

REMOVE AND REPLACE EXISTING SIGN

DIT
CH C

ENTERLIN
E

FENCE L
INE  

  R
/W

EDGE O
F P

AVEMENT

PLANT MATERIAL.

FOR REPLACING ANY DAMAGED 

THE CONTRACTOR IS RESPONSIBLE 

DISTURB EXISITING DAYLILY BED. 

ACCESS SIGN AREA HERE. DO NOT 

KENANSVILLE SIGN

BERMUDA SOD

155 SY-

(4" DEPTH)

8 CY MULCH

(640 SF)

PLANT BED 

NC 24/ ROUTLEDGE RD INTERSECTION
NC 24 & NC11 INTERSECTION

4020020 10

DETAILS

PLANS

8040040 20DETAIL

DETAIL

PLAN
PLAN

AS DEFINED BY NCDOT.

- FOLLOW TRAFFIC CONTROL REGULATIONS 

AREAS.

- SEED & MULCH DISTURBED TURF 

PRIOR TO DIGGING.

- LOCATE ANY SUBSURFACE UTILITIES

CONSTRUCTION.

ENGINEER APPROVAL, PRIOR TO ANY 

- STAKE SIGN LOCATIONS, FOR 

NOTES:

SITE PLANS

L3                 4

DIRT ROAD
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Gateway EnhancementNCDOT -  Roadside Environmental Unit

ph:  919-707-2920   fax:  919-715-2554

1557 Mail Service Center  Raleigh  NC 27699-1557

Aesthetic Engineering Section

5/2019

Gateway Signage & Landscaping

Kenansville NC 



Welcome To

Historic

Settled 1735

Kenansville

8'

5'-8"

BRICK BASE

BRICK COLUMN

Welcome To

Historic

Kenansville
Settled 1735

8'

3'-5"

CONC. FOOTING

36"

28"

20"

MIN. 10"

4"

GROUND LEVEL

14" 14"

4'-6"

12'

11'-4"

14" typ

(match existing sign structure) 
5 Course Diminishing Cap

Sign

set in Concrete Base
#4 Rebar (max. 8" o.c.) 

c
e
n
te
rl
in
e

set in Concrete Base
#4 Rebar (max. 8" o.c.) 

(CMU column built on conc. base)
12x12x8 CMU with brick facade

20"

20"

member)
Square Tubing (cross
1-1/2" Galv. Perforated

6" Compacted Stone Base

(Class B Conc.)
14" Conc. Base

Brick Column

Base

Sign

3/8" Carriage Bolt

Approx. 3' length
anchored to column);
Square Tubing (vertically 
1-1/2" Galv. Perforated

sign & tubing
1/2" Spacer between

members spaced 28" O.C.
member); 2 cross
Square Tubing (cross
1-1/2" Galv. Perforated

28" O.C.
1-1/2" Tubing
Cross-member 

Anchored to Column
1-1/2" Vertical Tubing

mortar joints.
for approval); tooled
structure; submit samples 
brick on existing sign
(4x8x2 BRICK; match
BRICK COLUMN

4"

20"

9"

4"

4"

4"

5"

GROUND LEVEL

KENANSVILLE GATEWAYY SIGN DESIGN

columns.

support posts; posts anchored to brick

 letters/backing; sign attached to square 

Aluminum sign with reflective sheething

CL

Lettering centered within the sign.

GATEWAY SIGN ELEVATIONS

GATEWAY SIGN LETTERING LAYOUT

EXISTING SIGN 

BORDER

3" BLACK OUTER 

FONT: Arabic Typesetting

BLACK LETTERS

FONT: Lucida Calligraphy

BLACK LETTERS

BACKGROUND

SHEETHING 

WHITE REFLECTIVE 

3/8" Nut & Washer

Bolt w/ Nut & Washer
3/8" Hex Head Hot Dipped Galv.

Coping
Brick RowlockCoping

Brick Rowlock

Bond
Brick Running

mortar joints.
for approval); tooled
structure; submit samples 
brick to existing sign
4x8x2 BRICK; match

to column).
and vertically anchored 
Square Tubing (centered 
1-1/2" Galv. Perforated

depth.
14" O.C.; Min. 4" anchoring
3/8" Zinc Plated Masonry Anchor
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Gateway EnhancementNCDOT -  Roadside Environmental Unit

ph:  919-707-2920   fax:  919-715-2554

1557 Mail Service Center  Raleigh  NC 27699-1557

Aesthgetic Engineering Section

5/2019

Gateway Signage & Landscaping

Kenansville NC 
SIGN DETAILS

L4                 4

GATEWAY SIGN PLAN & BLOWUP

with mortar
cavity filled 
Column 
12x12 CMU

with Mortar
Fill CMU interior void

with Mortar
Fill CMU Cells with

mortar bed)
stone infill with
in Brick (compacted
Low Wall Capped

    - DO NOT DISTURB THIS SIGN -
(LOCATED ON NC 50 NEAR TYNDALL ST)
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