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2018 NCDOT STANDARD SPECIFICATIONS
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PREPARED BY: DATE:
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DATE DESCRIPTION

Enhancement

Enhancement

1 Year Establishment Period

B. Kopetsky 10/2019

46305.3.69
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N. Front St. in Warsaw

Duplin
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Environmental Engineer for clarification.

to construction, and if discrepancies are found, notify the Division Roadside 

- The contractor shall verify all conditions and dimensions at the job site prior 

visit to determine and verify all demolition requirements prior to bidding.

in accordance with the law. The contractor is responsible for making a site 

- Demolition, removal, and disposal of items from the site must be completely 

and major construction begins. 

shall locate and protect in place all existing utilites before digging occurs 

- The utilities shown on the plans are approximate locations. The contractor 

of the Division Roadside Environmental Engineer.

shall restore disturbed areas to their original condition and to the satisfaction 

of adjacent plant material, facilities, and structures to remain. The contractor 

- The contractor shall take the necessary precautions to prevent damage 

sewer, gas, electrical, etc.)

and verify all utility lines and structures within the construction areas (water, 

- Prior to any demolition or work taking place, the contractor shall locate 

and roadway plans. actual site conditions may vary.

- Existing conditions shown on the plans are based on survey information 

L 5.0 - Planting Plan

L 4.0 - Hardscapes Plan

L 3.0 - Demolition Plan

L 2.0 - Site Plan

L 1.0 - Title Sheet
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Warsaw, Duplin County

N. Front St. Streetscape Development

Streetscape Plan Sheet

Site Plan
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ENTRANCE (TYP)
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EX. OVERHEAD POWER
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(TYP)

EX. HANDICAP RAMP

EX. CONCRETE SIDEWALK

REMOVE & REPLACE 

OVERHANG (TYP)

EX. CANOPY 

BED (TYP); 50' O.C.

PROPOSED 3' X 5' PLANT 

DUKE POWER).

50' O.C. (TO BE INSTALLED BY 

PROPOSED POST TOP LIGHT; 

BASIN (TYP)

EX. CATCH 

IN PLANT BED (TYP)

WATERPROOF RECEPTACLE

CONDUIT(S).

POWER SERVICE IN 

PROPOSED UNDERGROUND 

(TYP)

RAMP
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DURING PROJECT.
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10/2019

Warsaw, Duplin County

N. Front St. Streetscape Development

Streetscape Plan Sheet

Demolition Plan

PARALLEL FROM BLDG.

TO BLDG.; SAW CUT CONCRETE  6" 

REMOVE EXISTING CONCRETE ADJACENT 

WILL BE REMOVED.

CONCRETE ADJACENT TO A BLDG. 

THIS IS THE ONLY LOCATION WHERE 

DIRECTED BY THE ENGINEER.

- EXCAVATE 6" DEPTH OR AS 

SIDEWALK OR CURB.

- DO NOT DAMAGE EXISTING 

- CUT ALONG EXISTING JOINTS.

REMOVE EXISTING CONCRETE.
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Warsaw, Duplin County

N. Front St. Streetscape Development

EX. CONCRETE SIDEWALK

REMOVE & REPLACE 

FOR DRAINAGE.

SLOPES BACK TO CURB 

AND CURB. GRADE 

ADJOINING SIDEWALK

BRICK PAVERS FLUSH WITH 

RUNNING BOND 2 1/4" x 4" x 8"EX. CONCRETE SIDEWALK

(TYP).

PLANTING AREA

50' O.C.

POST TOP LIGHT. (TYP).;

BED

IN EACH PLANT 

RECEPTACLE

WATERPROOF 
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Hardscape Plan

Streetscape Plan SheetK. Cooper

1
/8
"

3
/8
" PLANS.

3/8" DEPTH; SCORE PATTERN PER

1/8" WIDE SAWCUT CONTROL JT;

REINFORCE AS REQUIRED

4" CONCRETE. PAVEMENT- 

6" AGGREGATE BASE

COMPACTED SUBGRADE

  Joint
Tooled 

L4

CJ

CONCRETE SIDEWALK - CONTROL JOINT

NTS

COMPACTED SOIL SUBGRADE

W/ PAVERS
BORDER FLUSH 
CONCRETE SIDEWALK/

FABRIC
GEOTEXTILE 

2 1/4" THICK
BRICK PAVERS,

BRICK PAVER DETAIL

NTS

SAND SWEPT JOINTS

1" BEDDING SAND

BASE, 4" DEPTH
COMPACTED AGGREGATE 

BPD

L4

PLANTING AREA
        3' X 5'

63"

16"

6" CURB

2' GUTTER

SIDEWALK
EXISTING

BRICK SIDEWALK LAYOUT

NTS

6' 
SIDEWALK
EXISTING

S
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E

T
O
 D

R
A
IN

L4

BSL

(DISTANCE MAY VARY)

VARY)
MAY

(DISTANCE 

40
N

BASE PLAN

COMPACTED SOIL SUBGRADE

NTS

NEW CONCRETE ADJOINING OLD CONCRETE

BASE

AGGREGATE 

6" COMPACTED

NEW CONCRETE

   DEPTH OF PAV'T2
1

OR SLEEVE;  16" O.C.

" DOWEL W/ EXP CAP2
1

EXISTING CONC SIDEWALK

GRADE

MATCH

L4

NCS

50' O.C.
POST TOP LIGHT

SCAPE ON N. FRONT ST.)
 (MATCH  EXISTING STREET-
WITH 2 1/4" X 4" X 8"  BRICK
RUNNING BOND PATTERN 

RESTRAINT
STEEL BRICK

STEEL BRICK EDGE DETAIL

NTS

BASE

AGGREGATE 

COMPACTED 

SUBGRADE

PLANT BED

RESTRAINT

ALUMINUM PAVER

COURSE

SAND SETTING 

(12" O.C.)

10" STEEL SPIKE 

CORNERS)

MANUFACTURED

(USE FACTORY 

BRICK PAVER

SBE

L4

3.5'

3.5'

Roadside Environmental Engineer.
work has been completed or as directed by the Division 
hardscapes, plant material, or debris until all electrical 
new post top light locations and remain free of any 
A 3.5' x 3.5' space shall remain open around all of the 
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Landscape Architect
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Planting Plan
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EX. CURB & GUTTER
AGGREGATE BASE
BRICK PAVERS ON 

NTS

NOTES:

STANDARDS FOR NURSERY STOCK (ASNS).

- ALL PLANT MATERIAL SHALL CONFORM TO AMERICAN

ACCOMPANY PLANT MATERIAL DELIVERIES.

AGRICULTURE NURSERY CERTIFICATION SHALL 

DISEASE, FIRE ANTS, OR INVASIVE WEEDS. DEPT. OF

- ALL PLANT MATERIAL TO BE CLEAN OF INFECTIOUS 

INTERNATIONAL SOCIETY OF ARBORICULTURE.

ARBORICULTURAL PRACTICES AS SPECIFIED BY 

- ALL PRUNING TO FOLLOW STANDARD 

TO APPLICATION.

MUST BE APPROVED BY FIELD ENGINEER PRIOR 

MANUFACTURER. BOTH RATE AND FORMULATION 

TABLET.  APPLY AT RATE RECOMMENDED BY 

THE FORM OF A SLOW RELEASE PELLET OR 

- APPLY FERTILIZER AT PLANTING TIME IN 

OR AS DIRECTED BY THE NCDOT ENGINEER.

PRIOR TO PLANTING, BY LABEL INSTRUCTIONS, 

- APPLY HERBICIDES A MIN. OF 7 DAYS 

ROOT BALL SIZE OR CONTAINER DIAMETER.

- PLANT HOLE WIDTH TO BE TWICE THE 

PLANT BED SECTION

PLANTING DETAIL - B

PLANTING DETAIL - B

PLANTING DETAIL - B

PLANTING DETAIL - B

PLANTING DETAIL - B

PLANTING DETAIL - A

PLANTING DETAIL - A

PLANTING DETAIL - A

PLANTING DETAIL - A
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11 - PowWow White Coneflower

1 - Gem Box Inkberry

4 - Goldsturm Black-Eyed Susan

2 - Dwarf Prairie Dropseed
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10/2019

Warsaw, Duplin County

N. Front St. Streetscape Development

Streetscape Plan SheetK. Cooper

MINIMUM DEPTH OF 6".

SCARIFY (TILL) BED TO A 

WATER RETENTION RING

FINISH GRADE

COMPACT BACKFILL

ROOT BALL IS ABOVE FINISH GRADE.

INSTALL SHRUB SO THAT 1/8 OF 

NTS

L5
SHRUB BED PLANTING DETAIL

SB

GREATER.

CONTAINER SIZE, WHICHEVER IS 

MIN. DEPTH OF 6" OR 2" DEEPER THAN 

BEFORE PLANTING, SCARIFY SOIL TO A

FINISH GRADE

4" MULCH

L5
GROUNDCOVER/ BEDDING PLANT DETAIL

GB NTS

1' 2'1' 0

Scale: 1/2" = 1'-0"

6"

(4) PLANTING DETAIL - A (5) PLANTING DETAIL - B

RESTRAINT
STEEL BRICK EDGE

OF PLANTER)
NATIVE SOIL (BOTTOM DEPTH
TILL IN 6" OF TOPSOIL WITH

(See electircal plans for actual location)
ELECTRICAL RECEPTACLE 

EXTERIOR GRADE.
TOPSOIL; MOUND TO 6" ABOVE 
BACKFILL PLANTER WITH APPROVED

HARDWOOD MULCH
3" DOUBLE SHREDDED
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