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2

3

CROSS SLOPE:  2.00%

SLOPE TO DRAIN TO CURB.

OF 2.00% WHERE PEDESTRIANS PERFORM TURNING MANEUVERS.

WITH A MAXIMUM CROSS SLOPE AND LONGITUDINAL SLOPE

CURB RAMPS REQUIRE A (4’-0") MINIMUM LANDING

8.33% (12:1) MAX RAMP SLOPE

REFER TO ROADWAY STANDARD DRAWING NUMBER 848.05 SHEET 3 OF 3 FOR ALL RAMP NOTES

PAY LIMITS FOR 1 CURB RAMP
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CURB RAMP DETAIL

001

SHEET NO.PROJECT REFERENCE NO.

1

2

3

NON-WALK SURFACE

CONCRETE DEPRESSED CURB

MIN

4’-0"

5’-0" MAX 

-
+

3

SLOPE: ZERO  2.00%

BREAK

GRADE

1

8.33% (12:1) MAX SLOPE

CURB & GUTTER

DEPRESSED 2’-6"

5’ MIN.

SIDEWALK 

TYPE 1

TYPE 1A

5’ MIN.

LANDING WIDTH

5’ MIN.

SIDEWALK WIDTH 

2’-6" CURB & GUTTER 

SURFACE SEE R.S.D.N. 848.05

DETECTABLE WARNING

SURFACE SEE R.S.D.N. 848.05

DETECTABLE WARNING

6" x 12" CONCRETE CURB

6" x 12" CONCRETE CURB

1

2

3

NON-WALK SURFACE

5’ MIN.

LANDING WIDTH

5’ MIN.

SIDEWALK WIDTH 

2’-6" CURB & GUTTER 

SURFACE SEE R.S.D.N. 848.05

DETECTABLE WARNING

6" x 12" CONCRETE CURB

1

2

TYPE 1B



1

2

3

CROSS SLOPE:  2.00%

SLOPE TO DRAIN TO CURB.

OF 2.00% WHERE PEDESTRIANS PERFORM TURNING MANEUVERS.

WITH A MAXIMUM CROSS SLOPE AND LONGITUDINAL SLOPE

CURB RAMPS REQUIRE A (4’-0") MINIMUM LANDING

8.33% (12:1) MAX RAMP SLOPE

REFER TO ROADWAY STANDARD DRAWING NUMBER 848.05 SHEET 3 OF 3 FOR ALL RAMP NOTES

PAY LIMITS FOR 1 CURB RAMP

CURB RAMP DETAIL

TBD 002

SHEET NO.PROJECT REFERENCE NO.

1

2

3

NON-WALK SURFACE

CONCRETE DEPRESSED CURB

1

5’ MIN.

SIDEWALK 

TYPE 1A

5’ MIN.

LANDING WIDTH

5’ MIN.

SIDEWALK WIDTH 

2’-6" CURB & GUTTER 

SURFACE SEE R.S.D.N. 848.05

DETECTABLE WARNING

SURFACE SEE R.S.D.N. 848.05

DETECTABLE WARNING

6" x 12" CONCRETE CURB

6" x 12" CONCRETE CURB

TYPE 1 Modified

SLOPE: ZERO +/- 2.00%

6" x 12" CONCRETE CURB

CONCRETE DEPRESSED CURB

MIN

4’-0"

5’-0" MAX 

-
+

3

SLOPE: ZERO  2.00%

BREAK

GRADE

1

8.33% (12:1) MAX SLOPE

CURB & GUTTER

DEPRESSED 2’-6"

5’ MIN.

SIDEWALK 

TYPE 1

SURFACE SEE R.S.D.N. 848.05

DETECTABLE WARNING

6" x 12" CONCRETE CURB



1

2

3

CROSS SLOPE:  2.00%

SLOPE TO DRAIN TO CURB.

OF 2.00% WHERE PEDESTRIANS PERFORM TURNING MANEUVERS.

WITH A MAXIMUM CROSS SLOPE AND LONGITUDINAL SLOPE

CURB RAMPS REQUIRE A (4’-0") MINIMUM LANDING

8.33% (12:1) MAX RAMP SLOPE

REFER TO ROADWAY STANDARD DRAWING NUMBER 848.05 SHEET 3 OF 3 FOR ALL RAMP NOTES

PAY LIMITS FOR 1 CURB RAMP

CURB RAMP DETAIL

TBD 003

SHEET NO.PROJECT REFERENCE NO.

1

2

3

NON-WALK SURFACE

TYPE 1A

5’ MIN.

LANDING WIDTH

5’ MIN.

SIDEWALK WIDTH 

2’-6" CURB & GUTTER 

SURFACE SEE R.S.D.N. 848.05

DETECTABLE WARNING

6" x 12" CONCRETE CURB

5’ MIN

LANDING WIDTH

4’ MIN

CONCRETE CURB

DEPRESSED 

1

1

2

2

3
WARNING SURFACE

MATCH WIDTH OF DETECTABLE

AT DEPRESSED CURB TO 

WIDTH OF LANDING

5’ MIN

SIDEWALK WIDTH 

2’-6" CURB AND GUTTER

6" x 12" CONCRETE CURB

TYPE 2A

SURFACE SEE STANDARD 848.05

DETECTABLE WARNING



1

2

3

CROSS SLOPE:  2.00%

SLOPE TO DRAIN TO CURB.

OF 2.00% WHERE PEDESTRIANS PERFORM TURNING MANEUVERS.

WITH A MAXIMUM CROSS SLOPE AND LONGITUDINAL SLOPE

CURB RAMPS REQUIRE A (4’-0") MINIMUM LANDING

8.33% (12:1) MAX RAMP SLOPE

REFER TO ROADWAY STANDARD DRAWING NUMBER 848.05 SHEET 3 OF 3 FOR ALL RAMP NOTES

PAY LIMITS FOR 1 CURB RAMP

CURB RAMP DETAIL

TBD 004

PROJECT REFERENCE NO. SHEET NO.

1

2

3

NON-WALK SURFACE

5’ MIN.

LANDING WIDTH

5’ MIN.

SIDEWALK WIDTH 

2’-6" CURB & GUTTER 

SURFACE SEE R.S.D.N. 848.05

DETECTABLE WARNING

6" x 12" CONCRETE CURB

1

2

TYPE 1B

5’ MIN

RAMP\LANDING WIDTH

NON-W
ALK 

SURFACE

NON-W
ALK 

SURFACE

DETECTABLE WARNING

2
3

6" CONCRETE CURB

2’-6" CURB & GUTTER

SURFACE SEE DETAIL 848D05

1

1

1

5’ MIN 

SIDEWALK WIDTH 

2

2

TYPE 3A



1

2

3

CROSS SLOPE:  2.00%

SLOPE TO DRAIN TO CURB.

OF 2.00% WHERE PEDESTRIANS PERFORM TURNING MANEUVERS.

WITH A MAXIMUM CROSS SLOPE AND LONGITUDINAL SLOPE

CURB RAMPS REQUIRE A (4’-0") MINIMUM LANDING

8.33% (12:1) MAX RAMP SLOPE

REFER TO ROADWAY STANDARD DRAWING NUMBER 848.05 SHEET 3 OF 3 FOR ALL RAMP NOTES

PAY LIMITS FOR 1 CURB RAMP

5’ MIN.

SIDEWALK WIDTH

5’ MIN

SIDEWALK WIDTH

BEHIND BACK OF CURB

MIN LANDING

4’ X 4’

WITH ROAD SURFACE

CONCRETE CURB FLUSH

DEPRESSED

 CURBCONCRETE

DEPRESSED 

11

SIDEWALK AREA

3

DETECTABLE WARNING

SURFACE (SEE RSD 848.05)

6" CONCRETE CURB

2’-6" CURB & GUTTER

CURB RAMP DETAIL

TBD 005

SHEET NO.PROJECT REFERENCE NO.

5’ MIN

LANDING WIDTH

5’ MIN

SIDEWALK WIDTH 

1

1

NON-WALK SURFACE

SIDEWALK AREA

2

2

3

2’-6" CURB AND GUTTER

5’ MIN 

SIDEWALK WIDTH 

5’ MIN

RAMP\LANDING WIDTH

NON-W
ALK 

SURFACE

NON-W
ALK 

SURFACE

SIDEWALK AREA

1

1

1

DETECTABLE WARNING

2
3

6" CONCRETE CURB

2’-6" CURB & GUTTER

6" x 12" CONCRETE CURB

6" x 12" CONCRETE CURB

TYPE 2

TYPE 2A

TYPE 3

SURFACE SEE STANDARD 848.05

SURFACE SEE STANDARD 848.05

DETECTABLE WARNING

2 2



1

2

3

CROSS SLOPE:  2.00%

SLOPE TO DRAIN TO CURB.

OF 2.00% WHERE PEDESTRIANS PERFORM TURNING MANEUVERS.

WITH A MAXIMUM CROSS SLOPE AND LONGITUDINAL SLOPE

CURB RAMPS REQUIRE A (4’-0") MINIMUM LANDING

8.33% (12:1) MAX RAMP SLOPE

PAY LIMITS FOR CURB RAMP

CURB RAMP DETAIL

TBD 006

SHEET NO.PROJECT REFERENCE NO.

5’ MIN

LANDING WIDTH

5’ MIN

SIDEWALK WIDTH 

5’ MIN

LANDING WIDTH

4’ MIN

CONCRETE CURB

DEPRESSED 

5’ MIN 

SIDEWALK WIDTH 

5’ MIN

RAMP\LANDING WIDTH

1

1

1

1

NON-WALK SURFACE

SIDEWALK AREA

2

2

2

2

3

3
WARNING SURFACE

MATCH WIDTH OF DETECTABLE

AT DEPRESSED CURB TO 

WIDTH OF LANDING

NON-W
ALK 

SURFACE

NON-W
ALK 

SURFACE

SIDEWALK AREA

1

1

1

DETECTABLE WARNING

2
3

SURFACE SEE DETAIL 848D05

DETECTABLE WARNING

6" CONCRETE CURB

2’-6" CURB AND GUTTER

5’ MIN

SIDEWALK WIDTH 

2’-6" CURB AND GUTTER

6" CONCRETE CURB

SURFACE SEE DETAIL 848D05

DETECTABLE WARNING

6" CONCRETE CURB

6" CONCRETE CURB

2’-6" CURB & GUTTER

SURFACE SEE DETAIL 848D05

CONCRETE DEPRESSED CURB

MIN

4’-0"

5’-0" MAX 

-
+

3

SLOPE: ZERO  2.00%

BREAK

GRADE

6" CONCRETE CURB

1

8.33% (12:1) MAX SLOPE

CURB & GUTTER

DEPRESSED 2’-6"

SURFACE SEE DETAIL 848D05

DETECTABLE WARNING

5’ MIN.

SIDEWALK 

TYPE I

TYPE II

TYPE III

TYPE IV

      33+04 LT, 33+36 LT, 38+26 LT, 38+78 LT 

      19+74 RT, 20+04 RT, 21+23 LT, 21+76 LT,

-L- STA. 14+57 RT, 15+04 RT, 15+64 RT, 16+16 RT,

      50+05 RT, 50+89 LT, 51+03 RT 

      32+57 LT, 35+13 LT, 35+57 LT, 50+17 LT,

-L- STA. 14+16 RT, 27+40 RT, 27+75 RT, 32+06 LT,

-L- STA. 31+80 RT, 32+57 RT, 35+06 RT, 35+51 RT

-Y8- STA. 11+47 RT

      31+80 LT, 38+98 LT,

-L- STA. 13+68 LT, 21+23 RT, 27+40 LT, 27+75 LT,

  UPWARD AS DIRECTED BY THE ENGINEER

- RAMP WIDTHS AND LENGTHS MAY BE ADJUSTED

  DIRECTED BY THE ENGINEER

- USE AT STATIONS INDICATED UNLESS OTHERWISE 



1

2

3

CROSS SLOPE:  2.00%

SLOPE TO DRAIN TO CURB.

OF 2.00% WHERE PEDESTRIANS PERFORM TURNING MANEUVERS.

WITH A MAXIMUM CROSS SLOPE AND LONGITUDINAL SLOPE

CURB RAMPS REQUIRE A (4’-0") MINIMUM LANDING

8.33% (12:1) MAX RAMP SLOPE

REFER TO ROADWAY STANDARD DRAWING NUMBER 848.05 SHEET 3 OF 3 FOR ALL RAMP NOTES

1

PAY LIMITS FOR 1 OR 2 CURB RAMPS

CURB RAMP DETAIL

TBD 007

PROJECT REFERENCE NO. SHEET NO.

5’ MIN

LANDING WIDTH

5’ MIN

SIDEWALK WIDTH 

1

1

NON-WALK SURFACE

SIDEWALK AREA

2

2

3

2’-6" CURB AND GUTTER

5’ MIN 

SIDEWALK WIDTH 

5’ MIN

RAMP\LANDING WIDTH

NON-W
ALK 

SURFACE

NON-W
ALK 

SURFACE

SIDEWALK AREA

1

1

1

DETECTABLE WARNING

2
3

6" CONCRETE CURB

2’-6" CURB & GUTTER

6" x 12" CONCRETE CURB

6" x 12" CONCRETE CURB

TYPE 2

TYPE 3

SURFACE SEE STANDARD 848.05

SURFACE SEE STANDARD 848.05

DETECTABLE WARNING

6" CONCRETE CURB

12" MIN.

24" TYP.

4’ MIN.

RAMP WIDTH

6" CONCRETE CURB

5’ MIN.

SIDEWALK WIDTH

CURB & GUTTER

DEPRESSED 2’-6" 

1
1

2

3

1

2

SURFACE
NON-

WALK

SU
RFACE

NON-W
ALK

DETECTABLE WARNING

SURFACE (TYP)

(TYP)

(TYP)

(TYP)

5’ MIN.

SIDEWALK

10%
10%

 

BY FLARE SLOPE)

CURB REVEAL DETERMINED

(HEIGHT VARIES

CURB & GUTTER

DEPRESSED 2’-6" 

8"
 T

YP

TYPE 5



1

2

3

CROSS SLOPE:  2.00%

SLOPE TO DRAIN TO CURB.

OF 2.00% WHERE PEDESTRIANS PERFORM TURNING MANEUVERS.

WITH A MAXIMUM CROSS SLOPE AND LONGITUDINAL SLOPE

CURB RAMPS REQUIRE A (4’-0") MINIMUM LANDING

8.33% (12:1) MAX RAMP SLOPE

1

PAY LIMITS FOR 2 CURB RAMPS

CURB RAMP DETAIL

TBD 008

PROJECT REFERENCE NO. SHEET NO.

4’ MIN LANDING

4’ MIN
RAMP WIDTH

5’ MIN

SIDEWALK WIDTH

5’ MIN

SIDEWALK WIDTH

DETECTABLE WARNING

12" MIN

24" TYP

3 (TYP)

MAX RAMP SLOPE

8.33%

SIDEWALK AREA

3

1
1

SURFACE
NON-

WALK

SU
RFACE

NON-W
ALK

REFER TO ROADWAY STANDARD DRAWING NUMBER 848.05 SHEET 3 OF 3 FOR ALL RAMP NOTES

6" CONCRETE CURB

12" MIN.

24" TYP.

4’ MIN.

RAMP WIDTH

6" CONCRETE CURB

5’ MIN.

SIDEWALK WIDTH

CURB & GUTTER

DEPRESSED 2’-6" 

1
1

2

3

1

2

SURFACE
NON-

WALK

SU
RFACE

NON-W
ALK

(TYP)

(TYP)

(TYP)

5’ MIN.

SIDEWALK

10%
10%

10%
10%

2

6" CONCRETE CURB

8" TYP.

4’ MIN.

RAMP WIDTH

 

BY FLARE SLOPE)

CURB REVEAL DETERMINED

(HEIGHT VARIES

2’-6" CURB & GUTTER

DEPRESSED 

10%

10%
10%

10%

CURB & GUTTER

DEPRESSED 2’-6"

BY FLARE SLOPE)

CURB REVEAL DETERMINED

(HEIGHT VARIES

CURB & GUTTER

DEPRESSED 2’-6"

CURB & GUTTER

DEPRESSED 2’-6"

 

BY FLARE SLOPE)

CURB REVEAL DETERMINED

(HEIGHT VARIES

CURB & GUTTER

DEPRESSED 2’-6" 

8"
 T

YP

TYPE 4

TYPE 5

TYPE 4A

(SEE RDWY. STD. 848.05)

DETECTABLE WARNING SURFACE

SURFACE (SEE RDWY. STD. 848.05)

 

SURFACE (SEE RDWY. STD. 848.05)

DETECTABLE WARNING



CURB RAMP DETAIL

TBD 009

PROJECT REFERENCE NO. SHEET NO.

3

11

1

1

2

2

2

2

2’-6" CURB & GUTTER 

5’ MIN.

SIDEWALK WIDTH 

5’ MIN.

SIDEWALK WIDTH 

BREAK

GRADE

2

TYPE 5A



5’ MIN.

SIDEWALK WIDTH

5’ MIN

SIDEWALK WIDTH

BEHIND BACK OF CURB

MIN LANDING

4’ X 4’

WITH ROAD SURFACE

CONCRETE CURB FLUSH

DEPRESSED

 CURBCONCRETE

DEPRESSED 

11

SIDEWALK AREA

3

DETECTABLE WARNING

SURFACE (SEE RSD 848.05)

PAY LIMITS FOR 1 CURB RAMP

6" CONCRETE CURB

2’-6" CURB & GUTTER

1

2

3

CROSS SLOPE:  2.00%

SLOPE TO DRAIN TO CURB.

OF 2.00% WHERE PEDESTRIANS PERFORM TURNING MANEUVERS.

WITH A MAXIMUM CROSS SLOPE AND LONGITUDINAL SLOPE

CURB RAMPS REQUIRE A (4’-0") MINIMUM LANDING

8.33% (12:1) MAX RAMP SLOPE

CURB RAMP DETAIL

TBD 010

SHEET NO.PROJECT REFERENCE NO.

5’ MIN

LANDING WIDTH

4’ MIN

CONCRETE CURB

DEPRESSED 

1

1

2

2

3
WARNING SURFACE

MATCH WIDTH OF DETECTABLE

AT DEPRESSED CURB TO 

WIDTH OF LANDING

5’ MIN

SIDEWALK WIDTH 

2’-6" CURB AND GUTTER

6" CONCRETE CURB

SURFACE SEE RSD 848.05

DETECTABLE WARNING

2 2

REFER TO ROADWAY STANDARD DRAWING NUMBER 848.05 SHEET 3 OF 3 FOR ALL RAMP NOTES



WITH CUT THROUGH

5’
-0

"

PAVEMENT

PAVEMENT

5:1 SLOPE

VARIABLE WIDTH 

2’-0"

2’-0"

   (SEE STANDARD 852.01)
 MONOLITHIC CONCRETE ISLAND6’ MINIMUM WIDTH TO PLACE DOMES

WITH CUT THROUGH

MEDIAN ISLAND

TRIANGULAR ISLAND

ROADWAY PLANS OR AS DIRECTED BY THE ENGINEER.  

2 POINTS OF ENTRY AND EXIT AS SHOWN IN THE 

TRIANGULAR ISLANDS MAY BE CONSTRUCTED WITH ONLY

P
RO

FESSIONA
L

ENGINEER

NO
RT

H CAROLINA

SEAL

notrewoH .S
 l

e

oJ

022966

 SETS OF TRUNCATED DOMES)

(CALCULATE BASED ON NUMBER OF

PAY LIMITS FOR 2 OR 3 CURB RAMPS

EXPANSION JOINT

EXPANSION JOINT

EXPANSION JOINT

(BOTH SIDES)

(BOTH SIDES)

(SEE RDWY. STD. 848.05)
DETECTABLE WARNING SURFACE

(SEE RDWY. STD. 848.05)
DETECTABLE WARNING SURFACE

CURB RAMP DETAIL

TBD 011

PROJECT REFERENCE NO. SHEET NO.

CURB RAMPS

MEDIAN ISLAND

5’ M
in

5’ M
in

Shar
ed

Land
ing

Flare

ForLanding

5’ Min
Ramp 12:1 Max.

Ramp 12:1 Max.

10:1

MIN (TYP)

5’-0"

90°

90°

90°

CONCRETE ISLAND

MONOLITHIC

DIAMETER LANDING

7’-0" MIN 

SURFACE (SEE RDWY. STD. 848.05)

DETECTABLE WARNING



-SEE ROADWAY STANDARD DRAWING 852.01 FOR CONCRETE ISLAND DIMENSIONS.

 AND FOR RAMP NOTES.

-SEE ROADWAY DETAIL DRAWING 848D05 FOR DETECTABLE WARNING SURFACE

of Payment

Ramp Limits 

PAY LIMITS FOR 2 CURB RAMPS

CURB RAMP DETAIL

TBD 012

SHEET NO.PROJECT REFERENCE NO.

CURB RAMPS

MEDIAN ISLAND

Shar
ed

Land
ing

Flare

ForLanding

Ramp 12:1 Max.

Ramp 12:1 Max.

10:1

1.2m Min

1.2m Min

1.2m Min



DRIVEWAY APRON

DRIVEWAY APRON

SIDEWALK

SIDEWALK

D
R
IV

E
W

A
Y

M
A

X

1

1

APRON
GRADE

4

D
R
IV

E
W

A
Y

SIDEWALK

SIDEWALK

M
A

X

4
APRON
GRADE

(TYP)

DRIVEWAY WIDTH

S
ID

E
W

A
L
K

S
ID

E
W

A
L
K

W
ID

T
H

DRIVEWAY WIDTH

DEPRESSED CURB FOR DRIVEWAYS

2.
00

%

2.
00

%

VARIES

VARIES

CURB RETURN

W
ID

T
H

PAY LIMITS FOR 1 CURB RAMP

1

2 CROSS SLOPE:  2.00%

8.33% (12:1) MAX RAMP SLOPE

4
SURFACE AND DRIVEWAY

8.00% MAX CHANGE IN GRADE BETWEEN ROAD

PEDESTRIAN PATH
(4’-0") MIN

PEDESTRIAN PATH
(4’-0") MIN

OPTION 1

OPTION 2

-SEE ROADWAY STANDARD DRAWING 848.02 FOR CONCRETE DRIVEWAYS.

 AND FOR RAMP NOTES.

-SEE ROADWAY DETAIL DRAWING 848.05 FOR DETECTABLE WARNING SURFACE

10%

10%

CURB RAMP DETAIL

TBD 013

PROJECT REFERENCE NO. SHEET NO.
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