
J.
B
. 
S
T
D
. 
8
4
0
.3

1 
 O

R
 
 
8
4
0
.3

2

G
.D
.I
. 
F
R

A
M

E
 

W
IT

H
 

G
R

A
T
E
 
S
T
D
. 
8
4
0
.2

2

G
.D
.I
. 
F
R

A
M

E
 

W
IT

H
 

T
W

O
 

G
R

A
T
E
S
 
S
T
D
. 
8
4
0
.2

2

G
.D
.I
. 
(N
.S
.)
 F

R
A

M
E
 

W
IT

H
 

G
R

A
T
E
 
S
T
D
. 
8
4
0
.2

4

G
.D
.I
. 
(N
.S
.)
 F

R
A

M
E
 

W
IT

H
 

T
W

O
 

G
R

A
T
E
S
 
S
T
D
. 
8
4
0
.2

4

SIZE A B

Q
U

A
N

T
IT
IE

S

F
O

R
 

D
R

A
IN

A
G

E

S
T
R

U
C

T
U

R
E
S

ENDWALLS

STATION

S
T
R

U
C

T
U

R
E
 

N
O
.

R
.C
.P
.

C
.S
.P
.

.1
0
9

.0
7
9

.1
0
9

P
E
R
 
E

A
C

H
 
(0
’ 
T
H

R
U
 
5
.0
’)

5
.0
’ 
T
H

R
U
 
10
.0
’

10
.0
’ 

A
N

D
 

A
B

O
V
E

*
 
T
O

T
A

L
 
L
.F
. 
F
O

R
 
P

A
Y

Q
U

A
N

T
IT

Y
 
S

H
A

L
L
 
B
E
 
C

O
L
.

’A
’ 
+
 
(1
.3
 

X
 
C

O
L
.’

B
’)

F
R

O
M

T
O

TYPE OF GRATE

FE GC
.B
. 
S
T
D
. 
8
4
0
.0

1 
  

O
R
 
 
S
T
D
. 
8
4
0
.0

2

ABBREVIATIONS

14
-
S

E
P
-
2
0
15
 
14
:3

0

$
$
$
$

U
S

E
R

N
A

M
E
$
$
$
$

L
O

C
A

T
IO

N
 
(L

T
,R

T
, 

O
R
 
C

L
)

4
/
0
4
/
0
6

REMARKS

SHEET NO.PROJECT REFERENCE NO.COMPUTED BY:

CHECKED BY: DATE:

DATE:

12" 15" 18" 24" 30" 36" 42" 48" 12" 36" 42" 48"

LIST OF PIPES, ENDWALLS, ETC. (FOR PIPES 48" & UNDER)

DIVISION OF HIGHWAYS
STATE OF NORTH CAROLINA

STANDARD 840.03

AND HOOD

FRAME, GRATES

CU. YDS.

OR GAUGE

THICKNESS

*FT.

LIN.
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SHEET NO.PROJECT REFERENCE NO.
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OTHERWISE)

NOTED

(UNLESS

STD. 838.80

OR

STD. 838.11

STD. 838.01,
C.B.

N.D.I.

D.I.

J.B.

M.H.

CATCH BASIN

NARROW DROP INLET

DROP INLET

JUNCTION BOX

MANHOLE

TRAFFIC BEARING DROP INLETT.B.D.I.

T.B.J.B. TRAFFIC BEARING JUNCTION BOX

G.D.I. GRATED DROP INLET

G.D.I. (N.S.)
(NARROW SLOT)
GRATED DROP INLET

48"42"36"30"24"18"15"
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(CLASS III)

R.C. PIPE
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P
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P
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E

(CLASS IV)

R.C. PIPE

SUB-REGIONAL & REGIONAL
NOTE: Invert Elevations are for Bid Purposes only and shall not be used for project construction stakeout.

See "Standard Specifications For Roads and Structures, Section 300-5".

STATIONSTATION
LINE

SURVEY

PAVEMENT REMOVAL SUMMARY

LT/ RT/ CL
LOCATION

SUMMARY OF EARTHWORK

EXCAV.
UNCL.

BORROW WASTEYARDS
SQUARE

STATION TO STATION

W-5204-F 3-B
D

D
C
4

-L- 9+30.00 TO 16+32.00

-Y- 12+00.00 TO 16+60.00

SUBTOTAL

357

419

776

214

52

266

36

36

179

367

546

TOTAL

WASTE IN LIEU OF BORROW

PROJECT TOTAL

GRAND TOTAL

SAY

776

776

776

266

266

266

36

-36

546

-36

510

510

800

-L-

-L-

-L-

-L-

11+53.00 13+37.00

13+02.00

16+13.00

16+32.00

10+62.00

13+96.00

13+58.00

RT

RT

LT

LT 206.2

1026.7

TOTAL

SAY

2242.4

2250

352.7

103

N.A.G. 1-22-15

N.A.G. 6-23-15

+%
EMBANK.

-Y- 16+07.00 16+60.00 LT 13

-Y- 12+06.00 15+00.00 RT 540.8

TOTAL

-L-15+48

-L-14+89 RT

RT

-L-11+49 LT 401

-L-14+10 RT

24

24

200

66

65 REMOVE EXISTING CATCH BASIN (1)

REMOVE EXISTING CATCH BASIN (1)

REMOVE EXISTING CATCH BASIN (2)

22

47

INDICATED ON THE PLAN SHEETS.

ROAD SECTIONS.  PAVEMENT REMOVAL OUTSIDE OF THE SLOPE-STAKE LINE IS 

PAVEMENT REMOVAL FROM -L- 13+58 TO 16+32 RT CONSISTS OF MULTIPLE EXISTING

 WILL BE USED IN COMPUTING THE FINAL QUANTITIES FOR WHICH THE CONTRACTOR WILL BE PAID.

 THE WORK ACCURATELY WHEN THE PROJECT IS STAKED OUT.  THESE CROSS-SECTION NOTES

QUANTITIES ARE APPOXIMATE ONLY.  THE RESIDENT ENGINEER WILL RECROSS-SECTION


