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POINT DESC NORTH
8914 BL- 100 044269.9180
101 BL-101 04414 /.0200
102 BL-102 0441205. 0060
1 GPS wWbzi4D-1 044215.8950
TBMI FLEVATION = 210.14
N 644138 E 21203200

L STATION 18+-88.00 30 RIGHT
R/R SPIKE IN 28" GUM

SURVEY CONTROL SHEET W-5204-D

2119843,
2120395,
2120943,
2121434,

DATUM DESCRIPTITON

THE LOCALIZED COORDINATE SYSTEM DEVELOPED FOR THIS PROJECT
[S BASED ON THE STATE PLANE COORDINATES ESTABLISHED BY
NCDOT FOR MONUMENT “W5204-D GPS-3"

WITH NAD83/NA 2011 STATE PLANE GRID COORDINATES OF
NORTHING: ©42937.263(ft) FEASTING: 2127072.5381(F1)
ELEVATION: 282.92(f1)

THE AVERAGE COMBINED GRID FACTOR USED ON THIS PROJECT
(GROUND TO GRID) IS¢ 0.99987605
THE N.C.  LAMBERT GRID BEARING AND
LOCALIZED HORIZONTAL GROUND DISTANCE FROM
"GPS W5204D-3" TO -L- STATION 10+00 IS
N 79 08 O7.71T W 7714.55
ALL LINEAR DIMENSTONS ARE LOCALTZED HORTZONTAL DISTANCES
VERTICAL DATUM USED IS NAVD 88
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THE CONTROL DATA FOR THIS PROJECT CAN BE FOUND ELECTRONICALLY BY SELECTING

PROJECT CONTROL DATA AT:
HTTPS:/CONNECT.NCDOT.GOV/RESOURCES/LOCATION/

THE FILES TO BE FOUND ARE AS FOLLOWS:
W5204D LS CONTROL.TXT

SITE CALIBRATION INFORMATION HAS NOT BEEN PROVIDED FOR THIS PROJECT.IF FURTHER

INFORMATION IS NEEDED, PLEASE CONTACT THE LOCATION AND SURVEYS UNIT.

INDICATES GEODETIC CONTROL MONUMENTS USED OR SET FOR HORIZONTAL PROJECT CONTROL

BY THE NCDOT LOCATION AND SURVEYS UNIT.
PROJECT CONTROL ESTABLISHED USING GLOBAL POSITIONING SYSTEM.




