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INSTALL SPECIAL SEDIMENT CONTROL FENCE IN LOW
POINTS OF SILT FENCE AS NEEDED

INSTALL SILT FENCE TO CONTAIN
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HIGHWAY EROSION CONTROL
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Description Symbol

1605.01 Temporary Sil¢ Fence HH H HH

1606.01 Special Sediment Control Fence

SOIL STABILIZATION TIMEFRAMES

SITE DESCRIPTION

STABILIZATION TIME

T'IMEFRAME EXCEPRTIONS

S:\DDC\pipetopipe\j2187\roadway\Proj\J2187 Rdy psh ec.dgn

24-MAY-2016 11:47
D4DDC

140
'
g o
: oW
130 S
Pl = 12#0074
BN =487 T
Unl, p ¢
Nk = (O[] Y
Q |
120 .
milet T ] = e ] INEP.N Dol ol I e g e s g oy gy
Vs
110 ' W EVATION AND STON
/amsEEs = HINCIDENTALTOPIPE
ek INSTALLATIC
W1 s
100
20
10 11 12 13 14 1

PERIMETER DIKES, SWALES, DITCHES AND SLOPES 7 DAYS NONE
HIGH QUALITY WATER (HQW) ZONES 7 DAYS NONE
. F SLOPES ARE 10° OR LESS IN LENGTH AND ARE
SLOPES STEEPER THAN 3 T DAYS NOT STEEPER THAN 2:l, 14 DAYS ARE ALLOWED.
SLOPES 34 OR FLATTER 4 DAYS 7 DAYS FOR SLOPES GREATER THAN 50° IN
LENGTH.
ALL OTHER AREAS WITH SLOPES FLATTER THAN 4:l 14 DAYS NONE, EXCEPT FOR PERIMETERS AND HOW ZONES.
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