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JAMES H. CARR 1
DB 1422 PG 246

Pl Sta 1245283
A = 023 416" (RT)
D = 008 I
L = 28947
T = 14474
R = 4200000
HILDA T. WEBB

REVOCABLE TRUST et al
DB 1592 PG 559
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BEGIN PROJECT EZ2065

KENNETH W. LEWIS et al

DB 1600 PG 192

hENTERLINE OF BRANCH IS PL

RALPH D. WEBB -L- PT 13+97.57

DB 923 PG 990

END PROJECT EZ2065
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STATE OF NORTH CAROLINA
DIVISION OF HIGHWAYS

PLAN FOR PROPOSED
HIGHWAY EROSION CONTROL

STATE

PIPE NUMBER CONTRACT SHEET NO.

N.C.

32-2065 DD00178 1

STATE PROJ. NO. F. A. PROJ. NO. DESCRIPTION

17BP.4.C.1 PE,CONST.

1618

GRAPHIC SCALES

THESE EROSION AND SEDIMENT CONTROL| N H N N N M |
PLANS COMPLY WITH THE REGULATIONS PLANS

SET FORTH BY THE NCG-010000 GENERAL

CONSTRUCTION PERMIT EFFECTIVE [ _ 2°_ 0 50
AUGUST 3,2011 ISSUED BY THE ﬂil)ipkom O

NORTH CAROLINA DEPARTMENT OF

ENVIRONMENT AND NATURAL RESOURCES |, . 0
DIVISION OF WATER QUALITY. SRR e

PROFILE (VERTICAL)

VICINITY MAP

Prepared in the Office of:

ROADSIDE ENVIRONMENTAL UNIT
2012 STANDARD SPECIFICATIONS

Designed by:

AARON HARPER 3390

NAME LEVEL III CERTIFICATION NO.

Std.

STA.1I+35.00 STA.12+65.00
TYPICAL SECTION
1@127%757 CMPA INSTALL SPECIAL SEDIMENT CONTROL FENCE IN LOW
IN ELEV TOP OF ENDWALL 80.6’ TANGENT O CURVE POINTS OF SILT FENCE AS NEEDED
!
Q 40’ \
5 ot~ 4ot INSTALL SILT FENCE TO CONTAIN
3 © STATIoN = T+ , TEMPORARY EARTH MATERIAL STOCKPILES
30’ %0
(NOT TO SCALE)
GUARDRAIL DATA
STATION DIST ANCHORS
BEGIN END LOoC LENGTH |FROM CL GRAU350 NOTES
11+35.5] 12+60.5 LT 125.0 13.5 2 25" NESTED
11+35.5] 12+60.5 RT 125.0 13.5 2 25" NESTED
SUBTOTAL 250.0 4
GRAU350 4%50 -200.0 BM #|
N:718339.22 E:2394366.52
TOTAL 50.0 4 BL SETLAE\/O:UTE%%F%C’HNN
10 ADDITIONAL GUARDRAIL POSTS RR SPIKE IN BASE OF 20" POPLAR
—L— —L-
Pl = 11+71.81|PI = 12+28.07
EL = 81.62' | EL = 81.55
BEGIN GRADE END GRADE
90
[1=1YI+83.85
L= 1816
= A0
80 =I0U284% N =IO 54,
-+ [EXCAVATION AND STONE
- —— INCIDENTAL TO PIPE
INSTALLATION
70 :
:@llé)\"._ \vy | / _Al. ll_ll_
I UI II "/
40
10 1 12 13

H

Description

1605.01 Temporary Sil¢ Fence

1606.01 Special Sediment Control Fence

SOIL STABILIZATION TIMEFRAMES

SITE DESCRIPTION STABILIZATION TIME TIMEFRAME EXCEPTIONS
PERIMETER DIKES, SWALES., DITCHES AND SLOPES 7 DAYS NONE
HIGH QUALITY WATER (HOW) ZONES 7 DAYS NONE

. IF SLOPES ARE 10’ OR LESS IN LENGTH AND ARE
SLOPES STEEPER THAN 3:l 7 DAYS NOT STEEPER THAN 2:. 14 DAYS ARE ALLOWED.
SLOPES 31 OR FLATTER 4 DAYS 7 DAYS FOR SLOPES GREATER THAN 50' IN
LENGTH.

ALL OTHER AREAS WITH SLOPES FLATTER THAN 4: 14 DAYS NONE, EXCEPT FOR PERIMETERS AND HOW ZONES.
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