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. . 3" ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A, Y i3
C1 AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD. IN EACH OF TWwO * _ SEE SHOULDER GRADE 2 -.f% NE“\?-" S
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LAYERS. DETAIL FOR GUARDRAIL POINT K
LOCATIONS 7/11498%;
PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A, ROUND
C2 AT AN AVERAGE RATE OF 110 LBS. PER 1SQ. YD. PER 1" DEPTH. TO 0 08 0.025 0.025 0 08 ORIGINAL G / 1221;J|onehsl;;'qcnk£i;65t;,
" . . . . ¥ aA\/ aleigh, N.C.
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AT AN AVERAGE RATE OF 342 LBS. PER SQ. YD. IN EACH OF TRANSPORT ATION PLANNING/DESIGN - BRIDGE /STRUCTURE DESIGN
TWO LAYERS. VAR'ABLE 3\ CNIL/SITE DESIGN - GIS/GPS - CONSTRUCTION OBSERVATION
PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, SEE X-SECT. GRADE TO " GRADE TO
— ED AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH. TO THIS LINE 911 @) THIS LINE BRIDGE #970143
BE PLACED IN LAYERS NOT LESS THAN 3" IN DEPTH OR GREATER ORIGINAL GROUND
THAN 515" IN DEPTH.
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USE TYPICAL SECTION NO.1 AS FOLLOWS: UNLESS ALL SIGNATURES COMPLETED
_L- STA. 11+ 44.00 TO —L— STA.12+79.00

U EXISTING PAVEMENT. —L- STA.14+04.00 TO -L- STA.15+59.00
V MILLING BITUMINOUS PAVEMENT. (SEE MILLING DETAIL) | 30, —
G _- ¢ LINE -L-
W VARIABLE DEPTH ASPHALT PAVEMENT (SEE WEDGING DETAIL) 27,| 10” . VAR | VAR
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- MIN. = 424” CORED SLAB BRIDGE (10 CORED SLAB UNITS)
W: Detail Showing Method of Wedging V: MILLING DETAIL
[YPICAL SECTION NO. 3 USE MILLING DETAIL AS FOLLOWS:

G LINE -L- —L- STA. 11+44.00 TO -L- STA.12+22.00
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USE_TYPICAL SECTION NO. 3 AS FOLLOWS: —L- : : - : _
—-L- STA.13+07.38 (BEGIN BRIDGE) TO -L- STA.13+74.63 (END BRIDGE) L= STA.15+00.00 TO -L- STA. 15+59.00
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o c TO |& GRADE TO * _ SEE SHOULDER
= 30" 411" | THIS LINE DETAIL FOR GUARDRAIL
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- & GUTTER DETAIL ORIGINAL GROUND
x = USE SHOULDER DETAIL IN 08 0.025 0.025
. 008! | l0.025 |0 CONJUNCTION WITH TYPICAL 0.08 e L2 0.08, 2
~ Dt £ w . : BT SO SO SN NON NVAYA YA YV aVAVAVA VAVAVAVA VAV A VAV v v . >
2 ORIGINAL GROUND AN -L- STA.12+70.00 TO -L- STA.12+96.50 LT. & RT. ORIGINAL GROUND A\ 0099999, 9 000NNV 0N 4:]
o VARIABLE SEE X-SECT. 2N (1 @ VARIABLE ) o } 0
9  ORIGINAL GROUND / EE X—SECT.
: GRADE TO 9" SEE X-SEC o, GRADE TO THIS LINE
: ORIGINAL GROUND
5 SHOULDER DETAIL
= USE SHOULDER DETAIL IN
& CONJUNCTION WITH TYPICAL SECTIONS NO.1 & 2: TYPICAL SECTION NO. 2
— USE TYPICAL SECTION NO. 2 AS FOLLOWS:
ST —L- 5TA. 12+01.13 TO -1 STA.13+07.38 LT. & RI. —L- STA.12+79.00 TO -L- STA.13+07.38 (BEGIN BRIDGE)
NS L= STA.13474.63 TO -L- STA.14+49.63 LT. & RT. —L- STA.13+74.63 (END BRIDGE) TO -L- STA.14+04.00
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