PAVEMENT SCHEDULE

1 1/2" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

C1 AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD.
c2 1 1/2" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5A,
AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD.
2 1/2" ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE I19.0B,
D AT AN AVERAGE RATE OF 285 LBS. PER SQ. YD.
(TO BE PLACED OVER EXISTING ROAD AND WIDENING ON OLD
STAGE RD)
9" ASPHALT CONCRETE BASE COURSE, TYPE B25.0B,
E AT AN AVERAGE RATE OF 513 LBS. PER SQ. YD.
IN EACH OF TWO LAYERS (TO BE PLACED LEVEL WITH
MILLED EXISTING ROAD)
S PROP. SHOULDER RECONSTRUCTION WITH STATE SUPPLIED BORROW
P PRIME COAT AT THE RATE OF 0.35 GALLONS PER SQ. YD.
U1 EXISTING PAVEMENT
U2 EXISTING ABC TO BE CONDITIONED AND SHAPED
\Vi 1 1/2" MILLING (ON WIDTH OF EXISTING ROAD ONLY)

SHOULDER RECONSTRUCTION
BY CONTRACTOR

EXISTING
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MINIMUM TIE IN
ON CITY STREETS AND EXTEND LIMITS TO
COMMERCIAL DRIVES BACK OF SIGNAL LOOPS ON
STATE MAINTAINED ROADS
AS DIRECTED BY THE ENGINEER

AS DIRECTED BY THE ENGINEER

MINIMUM TIE IN EXTEND LIMITS TO
ON CITY STREETS AND BACK OF RADIUS ON
COMMERCIAL DRIVES STATE MAINTAINED ROADS
AS DIRECTED BY THE ENGINEER AS DIRECTED BY THE ENGINEER
DETAIL OF PROJECT LIMITS AT DETAIL OF PROJECT LIMITS AT
SIGNALIZED Y LINES UNSIGNALIZED Y LINES

SHOULDER RECONSTRUCTION
BY CONTRACTOR
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