PAVEMENT SCHEDULE

2" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5C,

C
AT AN AVERAGE RATE OF 224 LBS. PER SQ. YD.
D 3" ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE I19.0C,
AT AN AVERAGE RATE OF 342 LBS. PER SQ. YD.
J PROP. 6" AGGREGATE BASE COURSE, AS
DIRECTED BY THE ENGINEER
PROP. CONTINUOUS MILLED RUMBLE STRIP, AS
M DIRECTED BY THE ENGINEER
PROP. SHOULDER GRADING WITH AGGREGATE SHOULDER BORROW,
S AS DIRECTED BY THE ENGINEER
- -
U EXISTING PAVEMENT -
V1 2" MILLING
V2 5" MILLING
*
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SHOULDER GRADING
AND/OR AGGREGATE BASE COURSE MAY
BE REQUIRED, AS DIRECTED

BY THE ENGINEER

TYPICAL SECTION NO. 3

3

USE ON I-495 WEST RAMP TO I-440 WEST FROM THE BRIDGE TO THE END OF THE THEORETICAL GORE.

USE ON I-440 EASTBOUND EXIT RAMP TO I-495 EAST TO THE BRIDGE JOINT ON THE EXIT.
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SHOULDER GRADING

AND/OR AGGREGATE BASE COURSE MAY

BE REQUIRED, AS DIRECTED

BY THE ENGINEER

TYPICAL SECTION NO. 4
* USE THIS TYPICAL ON ASPHALT RAMPS

2’+/-| VARIES ‘2’+/-

/’/i ———————— T T T \ \\\

e e e o e e ———— e AN ~ o

SHOULDER GRADING

~

SHOULDER GRADING

AND/OR AGGREGATE BASE COURSE MAY
BE REQUIRED, AS DIRECTED

AND/OR AGGREGATE BASE COURSE MAY
BE REQUIRED, AS DIRECTED
BY THE ENGINEER

BY THE ENGINEER TYPICAL SECTION NO_ 5

* USE THIS TYPICAL ON CONCRETE RAMPS WITH ASPHALT SHOULDERS
* PERFORM JOINT SEALING, CRACK SEALING, SPALL REPAIR AND SLAB

REPLACEMENT AND PAVEMENT MARKING/MARKER REPLACEMENT, AS DIRECTED BY THE ENGINEER



