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115" ASPHALT CONCRETE SURFAGE COURSE, TYPE SF9.5A,

AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD. MINIMUM TIE IN
ON CITY STREETS AND EXTEND LIMITS TO

COMMERGIAL DRIVES BACK OF SIGNAL LOOPS ON NOTES

115" ASPHALT CONCRETE SURFACE COURSE, TYPE $9.5B, STATE MAINTAINED ROADS

AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD. AS DIRECTED BY THE ENGINEER ALL UNPAVED S.R.ROADS TO BE RESURFACED 50° FROM EDGE OF
PAVEMENT OF MAIN PROJECT

8" ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, TO BE PLACED ALL PAVED S.R.ROADS TO BE RESURFACED TO THE ENDS OF THE RADII,
OR AS DIRECTED BY THE ENGINEER.

IN TWO LIFTS AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD. EDGES, PAVEMENT WIDENING, INTERSECTIONS AND BRIDGE FLARES ARE
INCLUDED IN THE TABLE OF QUANTITIES.

BRIDGES TO BE RESURFACED AT LOCATIONS AND TO DEPTH AS

SHOULDER GRADING DIRECTED BY THE ENGINEER.
ASB REQUIRED (EXCEPT RESIDENTIAL AREAS)

EXISTING PAVEMENT

EXTEND LIMITS TO
MINIMUM TIE IN BACK OF RADIUS ON

ON CITY STREETS AND
v gl STATE MAINTAINED ROADS
0 172" MILLING COMMERCIAL DRIVES AS DIRECTED BY THE ENGINEER

DIRECTED BY THE ENGINEER

115" MILLING

DETAIL OF PROJECT LIMITS DETAIL OF PROJECT LIMITS AT
SIGNALIZED Y LINES UNSIGNALIZED Y LINES
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TYPICAL SECTION NO. 1

2%

I\\\\\\\\\\\\\\\\\\\\\\\\\\\\LS\ SANNNSN \\\\\\\\\\\\\\\\\\\\
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TYPICAL SECTION NO. 2




