
5' 8' TYP.
6' MIN. 

8' TYP.
6' MIN.

5' 8' TYP.
6' MIN. 

8' TYP.
6' MIN.

5' 11' VARIES 0' TO 11' 11'

5' 11' VARIES 0' TO 11' 11'

24' +/-

24' +/-

T COMPACTED EARTH MATERIAL

U EXISTING PAVEMENT

 

E1

PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

PROP. APPROX. 9" ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, AT AN

AVERAGE RATE OF 513 LBS. PER SQ. YD. IN EACH OF TWO LAYERS.

1.5"

BUTT MILLING DETAIL

AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD. 
C1

PROP. APPROX. 1.5" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

C2

U

2A-1

AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD. IN EACH OF TWO LAYERS 

NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS OTHERWISE SPECIFIED.

TO KEY IN
MILL NOTCH C1V1

W

40'

SEE PLANS FOR LIMITS /   LOCATIONS

PAVEMENT SCHEDULE

VARIABLE DEPTH MILLINGV1

L

CROWN

POINT

2:1

2:
1

GROUND
EXIST.

0.08

XSECT.
SEE

TYPICAL SECTION NO. 2

GRADE TO THIS LINE

0.08

2:1

GROUND
EXIST.

GROUND
EXIST.

GROUND
EXIST.

2:1

XSECT.
SEE

FDPS
2'

GRADE TO THIS LINE

FDPS
2'

EXIST. PAVEMENT

E1 E1U U TT

W W C2

NOTE:  CROWN POINT LOCATION SHIFTS WITHIN THE CENTER TURN LANE

C -LREV- (PLEASANT GROVE CHURCH ROAD)

3:1 TO 4:1

VARIES

3:1 
TO 

4:1VARIES

GROUND
EXIST.

GROUND
EXIST.

L

CROWN

POINT

2:1

2:
1

GROUND
EXIST.

0.08 EXIST
MATCH

XSECT.
SEE

TYPICAL SECTION NO. 1

GRADE TO THIS LINE

0.08

2:1

GROUND
EXIST.

GROUND
EXIST.

GROUND
EXIST.

2:1

XSECT.
SEE

EXIST
MATCH

FDPS
2'

GRADE TO THIS LINE

FDPS
2'

EXIST. PAVEMENT

E1 E1U U TT

C1 C1 C2

NOTE:  CROWN POINT LOCATION SHIFTS WITHIN THE CENTER TURN LANE

C -LREV- (PLEASANT GROVE CHURCH ROAD)

3:1 TO 4:1

VARIES

3:1 
TO 

4:1VARIES

GROUND
EXIST.

GROUND
EXIST.

-LREV- STA. 23+50.00 TO -LREV- STA. 26+58.24

0.02

WEDGING DETAIL FOR RESURFACING

C3
C2

U

E2

PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

C3

E2

AT AN AVERAGE RATE OF 112 LBS. PER SQ. YD. PER 1" DEPTH TO

BE PLACED IN LAYERS NOT TO EXCEED 2" IN DEPTH.

IN LAYERS NOT LESS THAN 3" OR GREATER THAN 5.5" IN DEPTH.

AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH TO BE PLACED

TYPICAL SECTION NO. 2

USE IN CONJUNCTION WITH

C2

C2

PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0B,

3" MIN.1 1/2" MIN.

12'' 12''12''

12'' 12''12''

VARIES

-LREV- STA. 17+87.92 TO -LREV- STA. 23+50.00

VARIABLE DEPTH ASPHALT PAVEMENT (SEE STANDARD DETAIL ON THIS SHEET)
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RAMEY KEMP

Transportation Engineers

www.rameykemp.com

919-872-5115 Tel. 919-878-5416 Fax.

Raleigh, North Carolina 27609

5808 Faringdon Place, Suite 100

ASSOCIATES, INC.
&

NC License No. C-0910
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