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SURFACE PREPARATION

DURHAM
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I-5729A

BRIDGE JOINT DEMOLITION

SILANE DECK TREATMENT

SHOTBLAST BRIDGE DECK AND

R. L. CHESSON 2016 DEC

NORTH APPROACH SLAB

SPAN C &

SHEET 3 OF 3

NORTH APPROACH SLAB QUANTITIES

TREATMENT

SILANE DECK

SPAN C QUANTITIES

TREATMENT

SILANE DECK

DECK REPAIR

CONCRETE FOR

BRIDGE DECK

SHOTBLAST

APPROACH SLAB

SHOTBLAST

DECK REPAIR

CONCRETE FOR

T. M. SHERRILL 12/16

DEMOLITION

BRIDGE JOINT

PREPARATION

CLASS II SURFACE

PREPARATION

CLASS II SURFACE

CONCRETE FOR DECK REPAIR

CLASS II SURFACE PREPARATION AND

PREPARATION FOR SILANE DECK TREATMENT.

SHOTBLAST OF ENTIRE BRIDGE DECK SURFACE FOR 

FOR DECK REPAIR SHALL BE COMPLETE PRIOR TO 

CLASS II SURFACE PREPARATION AND CONCRETE 
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SILANE TREATMENT

SHOTBLAST &

CLASS II REPAIRS,

LIMITS OF

SILANE TREATMENT

SHOTBLAST &

CLASS II REPAIRS,

LIMITS OF

BRIDGE JOINT DEMOLITION

BRIDGE JOINT DEMOLITION

TO EDGE OF APPROACH SLAB

6" MEASURED PERPENDICULAR

TO EDGE OF DECK

6" MEASURED PERPENDICULAR

BRIDGE JOINT DEMOLITION

TO EDGE OF DECK

6" MEASURED PERPENDICULAR

   OF THE REPAIR AREA.

   SMOOTH SURFACE BETWEEN THE ADJACENT LEFT AND RIGHT ELEVATIONS

   OF TRAVEL LANE.  REPAIR CONCRETE SHALL BE PLACED TO PROVIDE

   END OF THE APPROACH SLAB AND FROM RIGHT EDGE TO LEFT EDGE

   ARE FROM END  BENT 2 JOINT TO 17'-0" NORTH OF THE NORTH

   LANE, ADJACENT TO THE FAR RIGHT NORTHBOUND LANE.  EXTENTS

   ON APPROACH SLAB AND ROADWAY PAVEMENT SLAB IN  NORTHBOUND

* CLASS II SURFACE PREPARATION AND REPAIR AREA IS LOCATED
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