
Work Order: 
Description: 

County: DURHAM, GRANVILLE, FRANKLIN, PERSON, VANCE, WAKE, AND WARREN

ITEM SECT DESCRIPTION QTY UNIT UNIT PRICE
($)

1 SP 2 EA

2 SP 250 LB

3 SP 250 LB

4 SP 250 LB

5 SP 25 SY

6 SP 2 CY

7 SP 60 SY

8 SP 2 TON

9 SP 15 SY

10 SP 5 TON

11 SP 50 LF

12 SP 125 SF

13 SP 375 SF

14 SP 125 SF

15 SP 10 CF

16 SP 10 CF

17 SP 10 CF

18 SP 10 CF

19 SP 30 EA

20 SP 30 EA

AMOUNT BID
($)

EMERGENCY MOBILIZATION

SEALING EXISTING PAVEMENT CRACKS AND SPALLS, 
POLYMER PATCH

SEALING EXISTING PAVEMENT CRACKS AND JOINTS 
(WITHOUT ROUTER OR DIAMOND SAW)

SEALING EXISTING PAVEMENT CRACKS AND JOINTS (WITH 
ROUTER OR DIAMOND SAW)

REMOVAL OF EXISTING CONCRETE PAVEMENT SLABS

UNDERCUT EXCAVATION

GEOTEXTILE FOR SOIL STABILIZATION

SELECT MATERIAL, CLASS IV

PORTLAND CEMENT CONCRETE PAVEMENT THROUGH 
LANES (WITH DOWELS)

AGGREGATE BASE COURSE

EPOXY RESIN INJECTION

CLASS I CONCRETE DECK/SPALL REPAIR

CLASS II CONCRETE DECK/SPALL REPAIR 

CLASS III CONCRETE DECK/SPALL REPAIR 

CONCRETE REPAIR, 0.5 TO 2 CF

CONCRETE REPAIR, 2.1 TO 5 CF

CONCRETE REPAIR, 5.1 TO 10 CF

CONCRETE REPAIR, OVER 10 CF

TEMPORARY LANE CLOSURE (2-LANE, 2-WAY ROADWAY)

TEMPORARY LANE CLOSURE (MULTI-LANE ROADWAY)
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21 SP 10 EA

22 SP 20 EA

23 SP 30 EA

24 SP 20 EA

25 SP 20 HR

26 SP 500 LF

27 SP 50 LF

28 SP 250 LF

29 SP 250 LF

30 SP 175 LF

31 SP 25 LF

32 SP 50 LF

33 SP 50 LF

34 SP 3000 SY

35 SP 3000 SY

36 SP 300 CF

37 SP 10 DAY

38 SP 300 SF

39 SP 200 LF

40 SP 150 GAL

TOTAL BID FOR PROJECT:  

TEMPORARY RAMP CLOSURE

LANE CLOSURE SHIFT (MULTI-LANE ROADWAY)

NIGHTTIME TEMPORARY LANE CLOSURE (2-LANE, 2-WAY 
ROADWAY)

TEMPORARY SHOULDER CLOSURE

LAW ENFORCEMENT 

SILICONE JOINT REPLACEMENT

EVAZOTE/FOAM JOINT REPLACEMENT

REMOVAL OF EXISTING ARMOR/ANCHOR ASSEMBLY

BACKGROUTING/VOID-FILLING AT PIPE JOINTS

ASPHALT PLUG JOINT REPAIR/REPLACEMENT (18"-24" 
WIDE W/PLATE)

JOINT REPAIR USING ELASTOMERIC CONCRETE (LESS 
THAN 16" WIDE OR LESS THAN 2" DEEP)

JOINT REPAIR USING ELASTOMERIC CONCRETE 
(GREATER THAN 16" WIDE OR GREATER THAN 2" DEEP)

TEMPORARY SILT FENCE

WATTLE

SHOTBLASTING BRIDGE DECK

SILANE DECK TREATMENT

SHOTCRETE REPAIRS

DEWATERING AND CLEANING PIPE

REPAIR CORRUGATED METAL PIPE

SEALING PIPE JOINTS

ME00016 Bidsheet and Bidtab


