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SHEET NO.PROJ. REFERENCE NO.

        

LIGHTING

"PRESENCE"

WORK ZONE

ADVANCE WARNING AREA

WORK ZONE AREA

48’’ X 48’’

AHEAD

CLOSED

RIGHT LANE

W20-5 R

48’’ X 48’’

CLOSED

RIGHT LANE

W20-5 RW4-2R

48’’ X 48’’

D R A F T

NOTES

LOCATE ON SHOULDERS

PER CHART

PER CHART

750’ - 1,250’

BETWEEN

PER CHART PER CHART PER CHART PER CHART PER CHART PER CHART

* * * * * *

SPACING CHART

81,000 TO 100,000             36                 1,250’             4     

 

 

66,000 TO 80,000              5.5                1,000’             5     

 

 

50,000 TO 65,000              5.5                  750’             6     

 

 

                          (SQUARE FEET)         (FEET)

    (LUMENS)              FIXTURE AREA          SPACING         (PER MILE)   

  LIGHT OUTPUT           MINIMUM LIGHTED        MAXIMUM         LIGHT UNITS

CLOSURE

LANE

END

3) PLACE ON PAVED SHOULDER IF POSSIBLE.

 

   TO A MINIMUM HEIGHT OF 14’ ABOVE THE PAVEMENT. 

2) EACH LIGHT UNIT SHALL BE CAPABLE OF ELEVATING 

 

1) SPACE LIGHT UNITS ACCORDING TO THE CHART.

WORK AREA


