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% UNCOMPACTED BEDDING —J

EMIANKMEN'

2% CRITICAL BACKFILL ZONE, PRESSURE ON SOIL GREATEST HERE.

INITIAL LIFTS OVER CROWN OF STRUCTURE AS INDICATED BY
;y SHADED AREA TO BE COMPACTED TC REQUIRED DENSITY WITH
U HAND CPERATED ZQUIPMENT

% * 57 STONE BACKFILL LIMITS.

NOTFS:

ALL BACKFILL TO BE PLACED IN A

BALANCED FASHION IN THIN LIFTS (6*-B*"LOOSE
TYPICALLY) AND COMPACTED TO 90 PERCENT DENSITY
PER AASHTO T-180.

GEOTEXTILE FOR DRAINAGE IN FOUNDATICN BEDDING AND
BACKFILL IS INCIDENTAL TO COST OF PIPE ARCH.

COMPLETE AND RCGULAR MONITORING OF THE CSP ARCH
SHAPE IS NZICESSARY DURING ALL BACKFILLING OF THE
STRUCTURE.

PREVENT EXCESSIVE DISTORTION OF SHAPE AS
NZCESSARY BY VARYING COMPACTION METHODS AND
EQUIPMENT,

¥ SHAPED BED FOR A MINIMUM WIDTH OF SPAN/Z2. MINIMUM
BEDOING THICKNESS IS TWICE IHE CORRUCATION DEPTH.

EMBANKMENT SLOPE 10 BE 1.5:1 MINIMUM SUCK THAT A STABLE
EMBANKMENT CAPABLE OF RESISTING SIDE PRESSURES

FROM CSP PIPE-ARCH SHAPE WILL BE MAINTAINED
T=ROUGHOLT THE LIFZ OF INSTALLATICN.

TYPICAL BACKFILL SECTION ALONG PIPE

NTS
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