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BENCHMARK DATA

2      B4750-2    793294.6410     2215479.7870   247.67  OUTSIDE PROJECT LIMITS                 

103    BL-103     792907.3910     2215287.1490   226.56  OUTSIDE PROJECT LIMITS                 

1      B4750-1    792575.1310     2215064.7660   212.33     19+15.94     15.55 RT

102    BL-102     792445.6450     2214658.3480   204.66     14+90.08     30.13 LT

101    BL-101     792079.2360     2214108.5490   243.63  OUTSIDE PROJECT LIMITS                 

------------------------------------------------------------------------------

POINT  DESC.       NORTH         EAST          ELEVATION    L STATION   OFFSET

BL

SHEET NO.PROJECT REFERENCE NO.
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Location and Surveys

NOTE: DRAWING NOT TO SCALE

SURVEY CONTROL SHEET B-4750
1C38522.1.2
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GEOID 12NC

****************************************

RR SPIKE IN 38" SWEET GUM

L STATION 15+23   112' RIGHT

N 792321      E 2214735

BM 1       ELEVATION = 204.33'

****************************************
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TYPE STATION NORTH EAST
POT 10+00.00 792171.5095 2214248.7472

PC 11+00.00 792235.5558 2214325.5461

PT 14+50.10 792404.5087 2214629.8213

PC 17+04.39 792484.1742 2214871.3110

PCC 20+43.75 792680.1797 2215141.7499

PT 21+05.58 792731.1178 2215176.7821

NC GRID

NA
D 83 NA

 
20

11

****************************************

RR SPIKE IN 28" SYCAMORE

 N 51°39'52" E    Dist   1262'

L STATION 10+00.00

N 792954      E 2215239

BM 2       ELEVATION = 227.01'

****************************************

BM 1

BM 2

DATUM DESCRIPTION

THE LOCALIZED COORDINATE SYSTEM DEVELOPED FOR THIS PROJECT

IS BASED ON THE STATE PLANE COORDINATES ESTABLISHED BY

NCDOT FOR MONUMENT "B4750-1"

WITH NAD 83/NA 2011 STATE PLANE GRID COORDINATES OF

NORTHING:  792575.131(ft)  EASTING:  2215064.766(ft)

ELEVATION:  212.329(ft)

THE AVERAGE COMBINED GRID FACTOR USED ON THIS PROJECT

(GROUND TO GRID) IS:  0.99993680

THE N.C.  LAMBERT GRID BEARING AND

LOCALIZED HORIZONTAL GROUND DISTANCE FROM

"B4750-1" TO -L-  STATION 11+00 IS

S 65°19'38.6" W   813.4847

ALL LINEAR DIMENSIONS ARE LOCALIZED HORIZONTAL DISTANCES

VERTICAL DATUM USED IS NAVD 88
INDICATES GEODETIC CONTROL MONUMENTS USED OR SET FOR HORIZONTAL PROJECT CONTROL

BY THE NCDOT LOCATION AND SURVEYS UNIT.

PROJECT CONTROL ESTABLISHED USING GLOBAL POSITIONING SYSTEM.

SEE GPS CALIBRATION SHEET FOR HORIZONTAL AND VERTICAL COORDINATE VALUES.

NOTES:

NETWORK ESTABLISHED FROM EXISTING HARN MONUMENTATION

SITE CALIBRATION INFORMATION HAS NOT BEEN PROVIDED FOR THIS PROJECT. IF FURTHER

INFORMATION IS NEEDED, PLEASE CONTACT THE LOCATION AND SURVEYS UNIT.

-L-  11+00.00

BEGIN TIP PROJECT 

-L-  20+50.00

END TIP PROJECT 

ROW Marker Concrete or Granite-E

ALIGN STATION OFFSET NORTH EAST
L 11+00.00 60.00 792189.4764 2214363.9739

L 11+00.00 30.00 792212.5178 2214344.7639

L 14+50.10 60.00 792347.5291 2214648.6184

L 17+04.39 60.00 792427.1948 2214890.1084

L 17+04.39 -37.60 792519.8856 2214859.5304

L 17+04.39 -40.00 792522.1607 2214858.7799

L 18+15.00 60.00 792477.0444 2215001.9743

L 18+15.00 40.00 792494.4031 2214992.0406

L 20+43.75 -40.00 792703.9111 2215109.5502

L 20+43.75 40.00 792656.4483 2215173.9496

L 20+50.00 40.00 792661.7081 2215177.7993

L 20+50.00 -30.00 792702.8647 2215121.1766

L 20+50.00 30.00 792667.5872 2215169.7110

L 20+50.00 -40.00 792708.7442 2215113.0876


