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24 SF
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25 SF
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SCARIFICATION & HYDRO-DEMOLITION

CLASS II SURFACE PREPARATION

BRIDGE JOINT DEMOLITION

@ BENT 3

{ OF JOINT 

@ BENT 2

{ OF JOINT 

55'-6" (SPAN C)

SPAN C

(FOR SECTION B-B, SEE SHEET NO. S-17)

(SPAN B) (SPAN D)

PREPARATION

CLASS II SURFACE

DEMOLITION

BRIDGE JOINT

BRIDGE DECK

SCARIFYING

OF BRIDGE DECK

HYDRO-DEMOLITION

ESTIMATE ACTUAL

30.6 SQ. FT.

184 SQ. YDS.

184 SQ. YDS.

SPAN C QUANTITIES

PREPARATION

CLASS III SURFACE

FLOOR

GROOVING DECK 

0.5 SQ. YDS.

72 SQ. YDS.
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103
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SCARIFICATION, AND HYDRO-DEMOLITION
PLACING & FINISHING LMC,

LIMITS OF CLASS II REPAIRS,
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12/17W.C. SMITH

1462 SQ. FT.

PREPARATION AREAS ARE ENCOUNTERED.

IN CASE UNANTICIPATED CLASS II OR III SURFACE 

A TOKEN AMOUNT IS INDICATED FOR PRICING PURPOSES, 

CLASS III SURFACE PREPARATION IS NOT ANTICIPATED. 

PROVISIONS.

DECK.  SEE "OVERLAY SURFACE PREPARATION"  SPECIAL 

REQUIRED FOLLOWING HYDRO-DEMOLITION OF THE BRIDGE 

ON THE SQUARE FEET OF ADDITIONAL DEMOLITION 

PAYMENT FOR CLASS II SURFACE PREPARATION IS BASED 

INCLUDED IN UNDERSIDE REPAIRS)

ON FACE OF CURB (QUANTITY

0.2 SF SHOTCRETE REPAIR
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