
(SEE PLAN OF SPANS)

DEMOLITION

BRIDGE JOINT

DEMOLITION

BRIDGE JOINT

(TYP.)

FORMED OPENING

{ JOINT

{ JOINT

ELEVATION

PLAN

PLACING & FINISHING

HYDRO-DEMOLITION, CLASS II REPAIR, 

LIMITS OF SCARIFICATION, 

{ JOINT

{ JOINT

PLAN

6" 6"

OVERLAY
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58'-6"

{ BENT 1
{ BENT 2

{ BENT 3
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ESTIMATE

SUMMARY OF QUANTITIES

ACTUAL

INCIDENTAL MILLING

COURSE, TYPE S9.5B

ASPHALT CONCRETE SURFACE 
35.0 TONS
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THAN 1" IN DEPTH OR GREATER THAN 1 •" IN DEPTH

PER 1" DEPTH. TO BE PLACED IN LAYERS NOT LESS 

S9.5B AT AN AVERAGE RATE OF 112 LBS. PER SQ. YD. 

DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE  

INCIDENTAL MILLING AND PROPOSED VARIABLE 

364 SQ. YDS.

APPROACH ASPHALT PAVING.

MAY EXCEED 1•" DUE TO SETTLEMENT OF THE EXISTING 

ROADWAY AS SHOWN. NEW ASPHALT PAVING THICKNESS 

THICKNESS TO CREATE A SMOOTH TRANSITION TO THE 

ASPHALT PAVING.  PROVIDE NEW ASPHALT PAVING 

NECESSARY TO ATTAIN MINIMUM 1•" DEPTH OF NEW 

EXISTING APPROACH ASPHALT PAVING TO BE MILLED AS 
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