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Electrical Detail - Sheet 3 of 3

Sig. 6.3

PROGRAMMING

DUMMY PHASE 7 PSEUDO PIN

          ON   0   0   0 203   0   0 202 206

       CHECK   0   0   0   0   0   0   0   0  

               1   2   3   4   5   6   7   8

            PHASE CHECK and ON OUTPUTS

    Main Menu - 6) OUTPUTS - C) PHASE CHECK/ON

I/O Logic programming, program the controller as follows:

To create the Pseudo Pins necessary for Dummy Phase 7 

      END OF PSEUDO PIN PROGRAMMING

PROGRAMMING DETAIL

DUMMY PHASE 7 I/O LOGIC

      END OF I/O LOGIC PROGRAMMING

OUTPUT  201

INPUT   204

INPUT   203

 GATE   AND1

    Main Menu - 8) IN/OUT LOGIC - 1) AND

program the controller as follows:

To implement Green Extend using Dummy Phase 7, 

Main Menu - 8) IN/OUT LOGIC - 3) TWO INPUT OR

OUTPUT 204

INPUT   42

INPUT  205

       OR1

OR GATES 

Main Menu - 8) IN/OUT LOGIC - 7) LATCH

NOT OUT   0

OUT     205

RESET   206

SET      70

LATCH    1

LOGIC LATCH 

DETAIL

YELLOW LOCK PROGRAMMING

                YELLOW LOCK = 2,6

    Main Menu - 1) PHASE - 1) PHASE FUNCTIONS PAGE ONE

Program the controller as follows:

Ensure to enable YELLOW LOCK for phases 2 and 6 only. 

                    

PROGRAMMING DETAIL

ASSIGN PSEUDO PINS TO DETECTOR [12] AND DETECTOR [15]

Program Detectors as follows:               

Main Menu - 5) INPUTS - 1) DETECTOR ASSIGNMENTS

PRESS ’+’ key to advance to Detector 12

DETECTOR [12] ASSIGNMENT

C1 PIN 202

                    
PRESS ’+’ key to advance to Detector 15

DETECTOR [15] ASSIGNMENT

C1 PIN 201

      END OF DETECTOR PROGRAMMING

UNLESS ALL SIGNATURES CO M PLETED

DOCU M ENT NOT CONSIDERED FINAL

THIS ELECTRICAL DETAIL IS FOR

THE SIGNAL DESIGN:   05-0304  
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CALL TO PHASE 8 DURING PHASE 7

OUTPUT PHASE 7 "PHASE ON" ENSURES

42

Phase 4 "PHASE ON"

Detector 15

Phase 7 

203

201
AND1

204

205

C1-Pin 42

Phase 8 Detector 4

OR1

SET

OUT

LATCH1

NOT OUT

RESET

NU = Not Used

NU

C1-Pin 70

Phase 8 PED INPUT

70

Phase 8 "PHASE ON"

206

NOTE:  CALLS PHASE 8

NOTE:  CALLS PHASE 7

2/12/2016
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