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NOTES

EACH POST SHALL BE PROVIDED WITH A %”X 1'-3” THREADED STEEL ROD

BILL O’: MATERIAL WITH GALVANIZED NUTS AND WASHERS.
FOR ONE FOOTING (2 REQ'D) INSTALL RODS ON POSTS BEFORE CONCRETE IS CAST.POSTS SHALL BE
PLACED IN FINAL POSITION BEFORE CONCRETE IS CAST.
BAR |NO.| SIZE TYPE | LENGTH | WEIGHT
Al |220]  #4 STR 36" 514 PAYMENT FOR GUARDRATIL, POSTS, AND THREADED STEEL ROD WITH
81 | 32| #4 STR 55/_gn 486 GALVANIZED NUTS AND WASHERS IS INCLUDED IN ROADWAY PAY ITEMS.
SLAB REINFORCING STEEL MAY BE SHIFTED AS NECESSARY TO CLEAR
REINFORCING STEEL LBS. 1000 GUARDRATIL POSTS. CARE SHOULD BE TAKEN TO KEEP THE SHIFTING OF
CLASS A CONCRETE CU.YDS. 6.0 REINFORCING STEEL TO A MINIMUM.
ARCH CULVERT
. TOP OF GUARDRAIL FOOTING IS APPROXIMATELY 0.75 FT BELOW
FINISHED GROUND. INSTALL 2 LAYERS OF 30 LB.ROOFING FELT BETWEEN
o CROWN OF CONCRETE ARCH AND GUARDRAIL FOOTING.
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NOTE: LAYOUT REINFORCING STEEL SHOULD BE
CONDUCTED TO AVOID CONFLICT WITH ANCHOR
BOLT LAYOUT FOR GUARDRAIL ATTACHMENT.
B 48/_9// _
26" 7 SPA. @ 6'-3"CTS. = 43'-9” 26"
CENTER OF POSTTION CENTER OF ~ PROJECT NO. _ lrBF.0.R.88
ENTER OF FOOTING AT CROWN B 4—‘ [0
| OF ARCH (TYP.) = WARREN COUNTY
A A 1 .
b o o ‘ < o \\ “/_\
: D \ S 52 STATION: _ 12+35.00 -L-
N [QN] ‘ \\ l |_D: ........ ()
Cl aE ‘ . kld Y Clo keSS Igpn SHEET 4 OF 4
< < A S I @gé I %
iID e} @ N STATE OF NORTH CAROLINA
v N" } Y 2 DEPARTMENT OF TRANSPORTATION
---------- RALEIGH
‘ DocuSigned by:
FOR GUARDRAIL g 3/14/2022
| = <J ANCHORAGE, SEE @Mi“% L__L_
RDWY STD. 862.03, DOCUMENT NOT CONSIDERED
- 110 - #*4 Al @ 6”CTS. = 54'-6" L3 SHEET 7 OF T. FINAL UNLESS ALL CUARDRAIL ASSEMBLY
- T TYP SIGNATURES COMPLETED DETATLS
Firm License No. C-1051
223 S. West St.
Suite 1100
FOOTING PLAN Raleigh, NC 27603
T 919.380.8750
www.stewartinc.com REVISIONS SHEET NO.
DRAWN BY: E. PHELPS DATE :__ 4/18 NOTE: MINIMUM LAP FOR BI BARS IS 2°-0 NO. BY: DATE: NO.  BY: DATE: C-4
CHECKED BY: D. RUGGLES DATE : 4/18 S T E WA R T ﬂ 3 STSETEATLS
DESIGN ENGINEER OF RECORD: _D.RUGGLES ~ DATE :__ 4/18 2 4, 5




		2022-03-14T09:24:51-0700
	Digitally verifiable PDF exported from www.docusign.com




