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(STRUCTURE PAY ITEM)
CLASS II RIP RAP

LIMITS
EXCAVATION 

(STRUCTURE PAY ITEM)
CLASS II RIP RAP

+01 LT & RT
END SBG

EST. 7 SY GEOTEXTILE
EST. 2 TONS
CLASS B RIP RAP

( Not to Scale)

DETAIL A

GEOTEXTILE

VAR.

2.0’min.

LIMITS
EXCAVATION 

-L- STA. 16+31
-L- STA. 15+68

RETAIN

RETAIN

IN UNCLASSIFIED STRUCTURE EXCAVATION

QUANTITY FOR EXCAVATION LIMITS IS INCLUDED

EXISTING STRUCTURE

INCIDENTAL TO THE REMOVAL OF THE 

IMPERVIOUS DIKE SHALL BE CONSIDERED

BENCH STABILIZATION

EST. 45 SY GEOTEXTILE
EST. 42 TONS RIP RAP
SEE DETAIL A
BENCH STABILIZATION

EST. 60 SY GEOTEXTILE
EST. 58 TONS RIP RAP
SEE DETAIL A
BENCH STABILIZATION

Type of Liner= Class II Rip Rap

WORK AREA.
AND ISOLATE ADJACENT 
STANDARD BMP TO DEWATER 
USE IMPERVIOUS DIKE NCDOT 
ON BOTH STREAM BANKS,
INSTALL COIR FIBER MATTING 
AT EXISTING INTERIOR BENTS, 
REMOVE (2) CONCRETE FOOTERS

T = 131.88’

R = 1,120.00’

T = 58.47’

R = 1,690.00’

15
+
0
0

2
0
+
0
0

-L- PC Sta.  10+00.00

-L- PT Sta.  12+62.55

-L- PC Sta.  22+30.16

-L- PT Sta.  23+47.06

-L-

-L- POC Sta.  12+00.00

BEGIN PROJECT

-L- POT Sta.  18+50.00

END PROJECT
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PRIOR TO THE ONSET OF CONSTRUCTION

EXISTING FENCE RELOCATED BY OTHERS

SHEET NO.

Office of:

Prepared in the 

www.hatchmott.com

PO Box 700

Fuquay-Varina, NC 27526

Engineering
NC License No:  F-0258

PROJECT REFERENCE SHEET NO.
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*DESIGN EXCEPTION: 

SUPERELEVATION

ROADSIDE ENVIRONMENTAL PROJECT ENGINEER
FOR CONSTRUCTION SHEET 4

FINAL EROSION CONTROL 
EC-2/CONST.4

Prepared in the Office of:

2012 STANDARD SPECIFICATIONS
RESOURCES.

RESOURCES DIVISION OF WATER

OF ENVIRONMENT AND NATURAL

THE NORTH CAROLINA DEPARTMENT

AUGUST 3, 2011 AND ISSUED BY

CONSTRUCTION PERMIT EFFECTIVE

BY THE NCG-010000 GENERAL

THE REGULATIONS SET FORTH

CONTROL PLANS COMPLY WITH

THESE EROSION AND SEDIMENT

Temporary Rock Sediment Dam Type A

Temporary Rock Sediment Dam Type B

Temporary Silt Fence

Roadway Standard Drawings

 

The following roadway english standards as appear in "Roadway Standard Drawings"- Roadway Design

revison thereto are applicable to this project and by reference hereby are considered a part of

these plans.

Rock Pipe Inlet Sediment Trap Type A

1634.01

1634.02

1635.01

1605.01

1630.01

Temporary Berms and Slope Drains

1606.01

1622.01

Special Sediment Control Fence

Riser Basin

1635.02 Rock Pipe Inlet Sediment Trap Type B

1604.01 Railroad Erosion Control Detail

1607.01 Gravel Construction Entrance

Unit - N. C. Department of Transportation - Raleigh, N. C., dated January 2012 and the latest

1630.05 Temporary Diversion

1630.04 Stilling Basin

1630.03 Temporary Silt Ditch

1630.02 Silt Basin Type B

1630.06 Special Stilling Basin

1631.01 Matting Installation

1632.02

1632.01

Rock Inlet Sediment Trap Type B

Rock Inlet Sediment Trap Type A

1632.03 Rock Inlet Sediment Trap Type C

1633.01

1633.02 Temporary Rock Silt Check Type B

Temporary Rock Silt Check Type A

1640.01 Coir Fiber Baffle

1645.01 Temporary Stream Crossing

ROADSIDE ENVIRONMENTAL PROJECT ENGINEER

ROADSIDE ENVIRONMENTAL ENGINEER

     WITHIN EXISTING R/W OR EASEMENT.

     ALL EROSION CONTROL DEVICES SHOWN ARE LOCATED 

NOTE:

TRENTON J. CORMIER, P.E.

3074
LEVEL III CERTIFICATION NUMBER

LEVEL III CERTIFICATION NUMBER

3377

STACEY H. BAILEY, P.E.

ICA ENGINEERING, INC.

NC LICENSE NO: F-0258

RALEIGH NC 27607

5121 KINGDOM WAY, SUITE 100

for Special Considerations.

Refer To E. C. Special Provisions

ON THIS PROJECT

SENSITIVE AREA(S) EXIST

ENVIRONMENTALLY 

EROSION AND SEDIMENT CONTROL MEASURES

Temporary Silt Fence

Temporary Rock Silt Check Type-B

Temporary Rock Silt Check Type-A

Std. # Description Symbol

Temporary Berms and Slope Drains 

1605.01

1622.01

1633.01

1606.01 Special Sediment Control Fence

Wattle with Polyacrylamide (PAM)

1633.02

1632.03 Rock Inlet Sediment Trap Type C

on 2:1 Slope 

Place Matting for Erosion Control

LEVEL III CERTIFIED BY:

STACEY H. BAILEY, PE

CERTIFICATION NUMBER: 3074

ISSUED: SEPTEMBER 22, 2015
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