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DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

LC 

TYPICAL SECTION

U2

P A V E M E N T   S C H E D U L E

SS-4905DF

EXIST.

12’

EXIST.

4’ PS

EXIST.

4’ PS

MILLED RUMBLE STRIP.Y

U1

EXISTING ASPHALT PAVEMENT.U1

EXISTING CONCRETE PAVEMENT.U2

U1

C1
PROP. APPROX. 1�" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5C,

AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD.

V 1.5" MILLING

NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.

EXIST.EXIST.

V

C1
C1

D1
PROP. APPROX. 2�" ASPHALT CONCRETE INTERMEDIATE COURSE,

TYPE I19.0C, AT AN AVERAGE RATE OF 285 LBS. PER SQ. YD.

GRADE TO THIS LINE
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GROUND

EXIST.
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10’

-L- STA. 12+40.00 TO 22+90.00

PLAN

SEE

PLAN

SEE

-L- RAMP US 64 / 264 TO I-540 WB

2A-1

AT AN AVERAGE RATE OF 513 LBS. PER SQ. YD.

PROP. APPROX. 4�" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C,
E1

SECTIONS

SEE CROSS
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NOTE: REFER TO MILLING LIMITS DETAIL (2B-1) FOR MILLING LOCATIONS.  

DocuSign Envelope ID: 39AE8262-3C54-4857-B7E5-C8243CBFC382

11/1/2016


		2016-11-01T08:05:40-0700
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




