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PROP. APPROX. 115" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5C, ‘c?/c?'--fwc,Ne‘cﬁ?--"@:’
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AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD. NI TN
11/1/201%"‘Muu\\“\
DOCUMENT NOT CONSIDERED FINAL
UNLESS ALL SIGNATURES COMPLETED
DA PROP. APPROX. 215" ASPHALT CONCRETE INTERMEDIATE COURSE,
TYPE I19.0C, AT AN AVERAGE RATE OF 285 LBS. PER SQ. YD.
£ PROP. APPROX. 415" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, b Stantec
— AT AN AVERAGE RATE OF 513 LBS. PER SQ. YD.
Stantec Consulting Services Inc.
801 Jones Franklin Road
Suite 300
T EARTH MATERIAL Raleigh, NC 27606
| @ —L— RAMP US 64 /264 TO |—540 WB Tel. (919) 851-6866
Fax. (919) 851-7024
I
www.stantec.com
VARIABLE ! VARIES License No. F-0672
EXISTING ASPHALT PAVEMENT.
U1 SEE CROSS  4'PS 12/ ' 0 TO 14  4'PS
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U2 EXISTING CONCRETE PAVEMENT.
VARIES VARIES
V 1.5" MILLING — ]
SEE SEE
PLAN PLAN
Y MILLED RUMBLE STRIP.

NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.
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GRADE TO THIS LINE

TYPICAL SECTION
—L- STA. 12+40.00 TO 22+90.00

NOTE: REFER TO MILLING LIMITS DETAIL (2B-1) FOR MILLING LOCATIONS.
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