PAVEMENT SCHEDULE

PROJECT REFERENCE NO.

1" ASPHALT CONCRETE SURFACE COURSE, TYPE 84.75A,
AT AN AVERAGE RATE OF 100 LBS. PER S$Q. YD.

SHOULDER GRADING
ASB REQUIRED (EXCEPT AT RESIDENTIAL AREAS)

SHEET NO.

20I7CPT 0542.20921.,etc.

114" ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A,
AT AN AVERAGE RATE OF 137.5 LBS. PER SQ. YD.

EXISTING PAVEMENT

115" ASPHALT CONCRETE SURFAGE COURSE, TYPE SF9.5A,
AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD.

0" - 1}2" MILLING
NEW ASPHALT TO BE PAVED BACK FLUSH

|25’/inch of surface Iif+|

INCIDENTAL MILLING

115" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,
AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD.

115" MILLING

MILL EXISTING PAVEMENT

215" ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE I19.0B,

AT AN AVERAGE RATE OF 285 LBS. PER S$SQ. YD.

215" MILLING

BEGINNING OR END OF MAP,
EXISTING CONCRETE PAVEMENT OR

| NON-RESURFACEABLE_BRIDGE_DFCKS_

NOTE: A TEMPORARY ASPHALT WEDGE WILL
APPROX. THICKNESS BE REQUIRED IMMEDIATELY AFTER MILLING
OF SURFACE COURSE TO ENSURE SMOOTH TRAVEL IF THE FINAL LAYER
OF SURFACE COURSE IS NOT PLACED ON THE
SAME DAY AS MILLING

* USE ON MAP 4 FROM BEAGLE RETREAT DR. TO WATKINS TOWN RD.
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TYPICAL SECTION NO. 6
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TYPICAL SECTION NO. 7
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