PROJECT REFERENCE NO. SHEET NO.
SM-5705A EC-26
RW SHEET NO.
ROADWAY DESIGN HYDRAULICS
ENGINEER ENGINEER
NOTES:
USE MINIMUM 12 IN. DIAMETER EXCELSIOR WATTLE.
E}&Exx‘ USE 2 FT. WOODEN STAKES WITH A 2 IN. BY 2 IN. NOMINAL CROSS SECTION.

ONLY INSTALL WATTLE(S) TO A HEIGHT IN DITCH SO FLOW WILL NOT WASH AROUND
WATTLE AND SCOUR DITCH SLOPES AND AS DIRECTED.

INSTALL A MINIMUM OF 2 UPSLOPE STAKES AND 4 DOWNSLOPE STAKES AT AN ANGLE
TO WEDGE WATTLE TO BOTTOM OF DITCH.

See Inset A PROVIDE STAPLES MADE OF 0.125 IN. DIAMETER STEEL WIRE FORMED INTO A

U SHAPE NOT LESS THAN 12" IN LENGTH.
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EDGE OF PAVEMENT INSTALL STAPLES APPROXIMATELY EVERY 1 LINEAR FOOT ON BOTH SIDES OF WATTLE
AND AT EACH END TO SECURE IT TO THE SOIL.

EXCELSIOR WATTLE
INSTALL MATTING IN ACCORDANCE WITH SECTION 1631 OF THE STANDARD SPECIFICATIONS.

PRIOR TO POLYACRYLAMIDE (PAM) APPLICATION, OBTAIN A SOIL SAMPLE FROM PROJECT
LOCATION, AND FROM OFFSITE MATERIAL, AND ANALYZE FOR APPROPRIATE PAM FLOCCULANT
TO BE APPLIED TO EACH WATTLE.

INITIALLY APPLY 2 OUNCES OF ANIONIC OR NEUTRALLY CHARGED PAM OVER WATTLE WHERE
SLOPE WATER WILL FLOW AND 1 OUNCE OF PAM ON MATTING ON EACH SIDE OF WATTLE. REAPPLY
PAM AFTER EVERY RAINFALL EVENT THAT IS EQUAL TO OR EXCEEDS 0.50 IN.

ISOMETRIC VIEW

"O‘Q‘v‘VVv'O'O'
2' UPSLOPE 0,0:0:0000

NATURAL GROUND

”EH || HE‘WE INSET A (' %) INSET B %) INsET ©
4
MATTING ~—12" (M. )
2' DOWNSLOPE
STAKE P SKOPE X DOWNSLOPE
CROSS SECTION STAKE
VEE DITCH s
SRR
See Inset C "0‘%”"’0‘0‘0‘
2 IN. 2' UPSLOPE FLOW VAR RERKRKLLRL
NATURAL GROUND
METENE L JTETEE W Sy NN
(1 0z.)
’ 2" (MINY) 6' (MIN\)
MATTING 2' DOWNSLOPE

CROSS SECTION STAKE
TRAPEZOIDAL DITCH

TOP VIEW




	SM5705A_EC_2G
	References
	W5601CO_LS_pml.dgn
	W5601CO_LS_prl.dgn
	W5601CO_EC_dsn.dgn
	W5601CO_Rdy_dsn.dgn
	SM5705A_Rdy_psh_05.dgn
	W5601CO_Hyd_DRN.dgn



