6/2/99

|

9-MAR-2018 13:30

R:\Road

Q

PROJECT REFERENCE NO. SHEET NO.

PAVEMENT SCHEDULE W-5705F 2A~T

ROADWAY DESIGN ENGINEER

FINAL PAVEMENT DESIGN
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PROP. APPROX. 112" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5C, 1" IMMEDIATELY. AFTER MILLING. TO ™ ENSURE- SMOOTE -2 2, £ sy ......\‘
C1 AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD. 2 TRAVEL IF THE FINAL LAYER OF SURFACE COURSE IS NOT oger
PLACED ON THE SAME DAY AS MILLING { “DRGUNENT NoF CONSIDERED FINAL
INCIDENTAL MILLING PAVEMENT KEY-IN DETAIL (TIE-IN) TURES COMPLETED
PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE §9.5C,
c2 AT AN AVERAGE RATE OF 112 LBS. PER SQ. YD. PER 1" DEPTH. TO -L- STA. 14+ 37.50 TO 14+75.00
BE PLACED IN LAYERS NOT TO EXCEED 2" IN DEPTH.
-L- STA.18+35.69 TO 18+73.19
-Y- STA.10+35.5 TO 10+70.00
D1 PROP. APPROX. 4" ASPHALT CONGRETE INTERMEDIATE COURSE,
TYPE 119.0C, AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD.
PROP. VAR. DEPTH ASPHALT CONGRETE INTERMEDIATE COURSE,
D2 TYPE I19.0C, AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" . -L- SR_"52 (HOLLY SPRINGS ROAD)
DEPTH, TO BE PLACED IN LAYERS NOT LESS THAN 25" IN DEPTH OR
GREATER THAN 4" IN DEPTH. |
PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, , ! L % %
E1 AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH. TO - KX __ 11 -l - -
BE PLACED IN LAYERS NOT LESS THAN 3" IN DEPTH OR GREATER \
THAN 515" IN DEPTH. 2 @ @ 2
L ]
T EARTH MATERIAL. RESURF. C1 | C1
GRADE POINT .
(SEE NOTE 5) |
SEE PLANS . _SEE PLANS
u EXISTING PAVEMENT. ——= = —— 4
A: ' XIST. GROUND
V; MILLING BITUMINOUS PAVEMENT. 34"DEPTH (SEE NOTE 4). EXISTING PAVEMENT WIDTH VAR. 25.04' TO 36.04’
W VARIABLE DEPTH ASPHALT PAVEMENT (SEE STANDARD WEDGING DETAIL)
NOTES:
1). THE PORTION OF EACH EXISTING PAVED SHOULDER THAT IS NOT —11- STA.14+37.50 TO 18+73.19
FULL DEPTH IS TO BE REMOVED AND PAVED TO FULL DEPTH.
2). PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE. %k % MATCH EXISTING EDGE OF PAVEMENT

3). FOR VARIABLE DEPTH WEDGING SEE CROSS SECTIONS.
4). MILL TO REMOVE OPEN GRADE FRICTION COURSE. OGFC
THICKNESS MAY VARY FROM 58" TO 34"

5). SET RESURFACING GRADE POINT 115" AéOVE EXISTING EDGE - [T\_; —Y— SR—39]7 (SOUTHBRIAR DR)

OF PAVEMENT.

VAR 11.4'TO 33.6' _ ! VAR 11.2'TO 42.6'
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< EXISTING PAVEMENT WIDTH VAR.22.6'TO 76.2,

EXIST. GROUN

Wedging Detail (W) TYPICAL SECTION NO. 1

-Y- STA. 10+11.01 TO 10+70.00
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