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PROPOSED ALIGNMENT CONITROL SHEET 34-0089

PROJECT REFERENCE NO. SHEET NO.

17BP.5.R.68 1D-1

Location and Surveys

.. \Roadway\Pro j\340089-1D-1.dgn

3/14 /2018
USER:=default

L
POINT N = SEARING JIST DEL TA B L =
s /90100, /81 N8N8 4.9 /0
CURVE N Z20°14'13.9" & o444 14°8 0. 4" (L T) 6 16'h4.8" 22001 113.U8 912.U08
= /95 361.369 2208l 2.010
L INE N 13°10'1.8" & c8./.41
POT /90,0823 228318086
DATUM DESCRIFP T TON
THE LOCALIZED COORDINATE SYSTEM DEVELOPED FOR THIS PROJECT
[S BASED ON THE STATE PLANE COORDINATES ESTABLISHED BY
NCGS FOR MONUMENT "340089-3"
WITH NAD 83/NA 2011 STATE PLANE GRID COORDINATES OF
NORTHING: 797853.940(Fft) EASTING: 2209214.209(ft)
CLEVATION:  311.12(F+)
THE AVERAGE COMBINED GRID FACTOR USED ON THIS PROJECT
(GROUND TO GRID) 1S: 0.999935037
THE N.C. LAMBERT GRID BEARING AND
L OCALIZED HORIZONTAL GROUND DISTANCE FROM NOTES:
"340089-3" TO -L- STATION 11400 IS
522057/ H@5UW 2@82%65/ INDICATES GEODETIC CONTROL MONUMENTS USED OR SET FOR HORIZONTAL AND VERTICAL
ALL LINEAR DIMENSIONS ARE LOCALIZED HORIZONTAL DISTANCES PROJECT CONTROL BY THE NCDOT LOCATION AND SURVEYS UNIT.
VERTTICAL DATUM USED 1S NAVD 88 PROJECT CONTROL ESTABLISHED USING GNSS (GLOBAL NAVIGATION SATELLITE SYSTEM).

SITE CALIBRATION INFORMATION HAS NOT BEEN PROVIDED FOR THIS PROJECT.IF FURTHER

GEOID GI2NC INFORMATION IS NEEDED, PLEASE CONTACT THE LOCATION AND SURVEYS UNIT.
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