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Fax (919) 783-9266

KCI 4601 Six Forks Road,  Landmark Center II, Suite 220

Raleigh, NC  27609-5210

Phone (919) 783-9214
http://www.kci.com
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VAR.

4' - 30'1' - 3'

VAR.

1' - 3'

VAR.VAR.

-L- STA. 13+15.00 TO STA. 13+69.38

-L- STA. 15+20.25 TO STA. 15+74.00

-Y- STA. 13+46.00 TO STA. 14+00.27
-Y- STA. 15+51.11 TO STA. 16+05.00

-L- STA. 11+00.00 TO STA. 13+15.00

-L- STA. 15+74.00 TO STA. 17+10.00

-Y- STA. 12+10.00 TO STA. 13+46.00

-Y- STA. 16+05.00 TO STA. 17+40.00

4'*

-L- STA. 16+72.50 TO STA. 17+10.00
USE FROM -L- STA. 11+00.00 TO STA. 11+37.50 & 

-Y- STA. 17+02.50 TO STA. 17+40.00
USE FROM -Y- STA. 12+10.00 TO STA. 12+47.50 & 

NOTE: MIRROR FOR END PROJECT CONSTRUCTION
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* USE STANDARD DRAWING 852.02 AT CONCRETE 

MOUNTABLE ISLAND LOCATIONS (SEE PLANS)
* USE STANDARD DRAWING 852.02 AT CONCRETE 
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MOUNTABLE ISLAND DETAIL

4' - 15'+/-

13.5'+/- - 18' 13.4'+/- - 18'

0" TO 1.5" DEPTH *

MILLING

1.5"

WEDGING DETAIL
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PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD. IN EACH OF TWO LAYERS.

C3

PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

BE PLACED IN LAYERS NOT TO EXCEED 2" IN DEPTH.

AT AN AVERAGE RATE OF 112 LBS. PER SQ. YD. PER 1" DEPTH TO 

E1
PROP. APPROX. 10.5" ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, AT

AN AVERAGE RATE OF 598.5 LBS. PER SQ. YD. IN EACH OF TWO LAYERS.

E2

E3

PROP. VAR. ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, AT

AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH, TO 

BE PLACED IN LAYERS NOT LESS THAN 3" IN DEPTH OR GREATER

THAN 5.5" IN DEPTH.

PROP. APPROX. 4" ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, AT

AN AVERAGE RATE OF 456 LBS. PER SQ. YD. 

R1

R3

1'-6" CONCRETE CURB AND GUTTER

R4 8" CONCRETE TRUCK APRON

T EARTH MATERIAL
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EXISTING PAVEMENT

VARIABLE DEPTH ASPHALT PAVEMENT (SEE WEDGING DETAIL)

8"x18" CONCRETE CURBR2

PAVEMENT SCHEDULE

NOTE: PAVEMENT SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE

V INCIDENTAL MILLING

5" MONOLITHIC CONCRETE ISLAND (SURFACE MOUNTED)

AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD.

PROP. APPROX. 1•" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,
C2

R5

PROP. VAR. DEPTH ASPHALT CONCRETE INTERMEDIATE COURSE,

GREATER THAN 4" IN DEPTH.

TYPE I19.0X, AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" 

DEPTH, TO BE PLACED IN LAYERS NOT LESS THAN 2•" IN DEPTH ORD1

CONCRETE MOUNTABLE ISLAND (KEYED IN)
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