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P A V E M E N T   S C H E D U L E

PROP. VAR. DEPTH ASPHALT CONCRETE INTERMEDIATE COURSE,

D2
GREATER THAN 4" IN DEPTH.

TYPE I19.0B, AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" 

DEPTH, TO BE PLACED IN LAYERS NOT LESS THAN 2•" IN DEPTH OR

VARIABLE DEPTH ASPHALT PAVEMENT (SEE STANDARD WEDGING DETAIL)

EARTH MATERIAL.T

EXISTING PAVEMENT.U

FINAL PAVEMENT DESIGN

PROP. APPROX. 4" ASPHALT CONCRETE INTERMEDIATE COURSE,
D1

TYPE I19.0B, AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD.

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

EXISTING PAVEMENT

MILL EX. PAVEMENT
25'/INCH OF SURFACE LIFT

INCIDENTAL MILLING PAVEMENT KEY-IN DETAIL (TIE-IN)

NOTE: A TEMPORARY ASPHALT WEDGE WILL BE REQUIRED
IMMEDIATELY AFTER MILLING TO ENSURE SMOOTH
TRAVEL IF THE FINAL LAYER OF SURFACE COURSE IS NOT
PLACED ON THE SAME DAY AS MILLING

3). FOR VARIABLE DEPTH WEDGING SEE CROSS SECTIONS.

2). PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.

  FULL DEPTH IS TO BE REMOVED AND PAVED TO FULL DEPTH.

1). THE PORTION OF EACH EXISTING PAVED SHOULDER THAT IS NOT

NOTES: 

PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B, 

AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD. IN EACH OF TWO 

LAYERS.
C2

PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

AT AN AVERAGE RATE OF 112 LBS. PER SQ. YD. PER 1" DEPTH. TO

BE PLACED IN LAYERS NOT TO EXCEED 2" IN DEPTH.
C3

C1C2

Wedging Detail (W)
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ROADWAY DESIGN
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TYPICAL SECTION NO.  1

2'

VAR.

C1

2:1

MIN.MIN.

PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0B,

AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH. TO

THAN 5•" IN DEPTH.

BE PLACED IN LAYERS NOT LESS THAN 3" IN DEPTH OR GREATERE1

SEE PLANSSEE PLANS

W

VAR.

W

PROP. APPROX. 1•" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B, 

AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD.. C1

11'11'

2:1
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-L1- STA. 18+74.33 TO 19+14.33

-L1- STA. 13+62.49 TO 14+02.49

-L1- STA. 13+62.49 TO 19+14.33

-L2- STA. 17+48.01 TO 24+55.11

T
T

EXISTING PAVEMENT WIDTH VAR. 25.04' TO 36.04'

-L2- STA. 24+15.11 TO 24+55.11

-L2- STA. 17+48.01 TO 17+88.01

(SR 2044)

-L1-&-L2- 

VAR.
1.7'-7.9'

FDPS

VAR.
1.5'-5.0'

FDPS
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