g PROJECT REFERENCE NO. SHEET NO.
N I7BP.5.C.04 3B-1
IN CUBIC YARDS IN SQUARE YARDS
Stati Stati Uncl Embank B Wast SURVEY Station Station LOCATION ASPHALT ASPHALT CONCRETE | CONCRETE
ation ation c nci. mbank. orrow aste LINE LT/RT/ICL | REMOVAL | BREAKUP | REMOVAL | BREAKUP
Xcav. % L 1145000 | 13+75.00 CL 506.22
-L- Sta. 11+50.00 -L- Sta. 13+75.00 137 118 19
SUBTOTALS: 137 118 19
PROJECT TOTALS: 137 118 19
TOTAL.: 506.22
GRAND TOTALS: 137
SAY: 150 SAY: °10
Note: Approximate quantities only. Unclassified
Excavation, Fine Grading, Clearing and Grubbing, and
Removal of Existing Pavement will be paid for at the
contract lump sum price for grading.
g Note: Earthwork quantities are calculated by the
2 Roadway Design Unit. These earthwork quantities are
o2 based in part on subsurface data provided by the
Geotechnical Engineering Unit.
"N" =DISTANCE FROM EDGE OF LANE TO FACE OF GUARDRAIL
TOTAL SHOULDER WIDTH = DISTANCE FROM EDGE OF TRAVEL LANE TO SHOULDER BREAK POINT. G = GATING IMPACT ATTENUATOR TYPE 350
e TGS MO TSN 07 AALE St To Do o GUARDRAIL SUMMARY RN TG T TR T i
LENGTH WARRANT POINT °N” TOTAL FLARE LENGTH W ANCHORS ATII'nlg:C:'lTOR SINGLE REMOVE EXTRALENGTH
SURVEY|  peG.sTA. END STA LOCATION DIST. SHOUL TYPE 350 FACED EXISTING GUARDRAIL REMARKS
LINE ) FROM CONCRETE
SHOP DOUBLE | APPROACH TRAILING WIDTH |APPROACH [TRAILING| APPROACH TRAILING XI GREU, s | ne GUARDRALL | POSTS 7' STEEL
STRAIGHT CURVED FACED END END E.O.L. END END END END MOD X TL-2 | M-350 | XIll CAT-1 |TYPEN| BIC | AT-1 BARRIER
-L- 11+96.59 13430.74 LT 134.15' 12+87.93 12+63.41 4 6' 0.5' 0.5' 25" 25' 2 12 USE EXTRA LONG G/R POSTS, SEE DETAIL SHEET 2C-1
-L- 11+87.93 13+32.38 RT 144.45' 12+47.84 12472.56 4 6' 0.5' 0.5' 25" 25' 2 12 USE EXTRA LONG G/R POSTS, SEE DETAIL SHEET 2C-1
% SUBTOTAL: 278.60' 4 24
% LESS ANCHOR DEDUCTIONS: 5 ADDITIONAL EXTRA LENGTH GUARDRAIL POSTS 7' STEEL
S GREU, TL-2 (4@25') 100'
Uj‘ TOTAL: 178.60' 4 29
-9 SAY: 187.50' 4 30
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