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FAILED SLOPE EXCAVATION AREA
(SEE PROFILE & TYPICAL SECTION
FOR DETAILS)

NI-PIPE EXCAVATION LOCATION PLAN

NOT TO SCALE

PROPOSED CULVERT

(SEE CULVERT PLANS FOR DETAILS) PROPOSED FINISHED GRADE

EXISTING PIPES
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APPROX. STA.12+57, / APPROX. STA.12+78,

ELEV. 353 FT +/- ELEV.353 FT +/-
(SEE PLANS FOR DETAILS) (SEE PLANS FOR DETAILS)

NI-PIPE EXCAVATION LIMIT PROFILE @ CENTER LINE

NOT TO SCALE
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FINISHED SLOPE
(SEE ROADWAY PLANS FOR DETAILS)

EXISTING FAILED SLOPE VARIES
MATERIALS TO BE REMOVED

SEE PLANS FOR /

- —— -

\ SEE PLANS FOR

\\ EXCAVATION LIMIT

ELEVATION ELEVATION

NI-PIPE EXCAVATION TYPICAL SECTION

NOT TO SCALE

FAILED SLOPE CONSTRUCTION:

FAILED SLOPE MATERIAL SHALL BE REMOVED FIRST AND THEN REMOVE SHEET PILING.

EXCAVATE FAILED SLOPE FROM STATION 12+25+/— —-L—- T0 I3+I3 +/— —L—, LEFT, AS SHOWN IN THE
PLANS AND FAILED SLOPE MATERIALS SHOULD BE WASTED UNLESS ACCERPTED BY THE ENGINEER.

RECONSTRUCT THE EMBANKMENT IN ACCORDANCE WITH THE ROADWAY PLANS.
BENCHING FILL INTO THE EXISTING EMBANKMENT IS REQUIRED.

EXCAVATION FOR THE FAILED SLOPE WILL REQUIRE ADDITIONAL EXCAVATION OUTSIDE THE
EXCAVATION NECESSARY FOR THE INSTALLATION OF THE CULVERT.

NORTH CAROLINA
DEPARTMENT OF TRANSPORTATION
DIVISION OF HIGHWAYS

FAILED SLOPE CONSTRUCTION
ON SR 1160 (SHOCK OVERTON RD)
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