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SANDRA FISHER, ET AL

DB 269 PG 286

WB 2011  PG 253
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METAL SHEET PILING

LOW WIRE = 403.00 +/-
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TO SR 1133 (BELLTOWN RD)TO SR 1004 (OLD NC 75)

INV=354.82'

6/30/17

WATER ELEVATION=355.52'

6/30/17

WATER ELEVATION=356.20'

INV=353.19'
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NI-PIPE EXCAVATION TYPICAL SECTION

(SEE ROADWAY PLANS FOR DETAILS)

FINISHED SLOPE

VARIES

ELEVATION

SEE PLANS FOR

 ELEVATION

SEE PLANS FOR

FOR DETAILS)

(SEE PROFILE & TYPICAL SECTION 

FAILED SLOPE EXCAVATION AREA

(SEE PLANS FOR DETAILS)

ELEV.  353 FT +/-

APPROX.  STA. 12+57, 

(SEE PLANS FOR DETAILS)

ELEV.  353 FT +/-

APPROX.  STA. 12+78, 
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DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

ELEV.  375.5 FT +/-

@ STA.  12+25,  

BEGIN EXCAVATION 

ELEV.  376.0 FT +/-

@ STA.  13+13,  

END EXCAVATION 

TO BE REPLACED

EXISTING PIPES

(SEE CULVERT PLANS FOR DETAILS)

PROPOSED CULVERT
PROPOSED FINISHED GRADE

MATERIALS TO BE REMOVED 

EXISTING FAILED SLOPE 

EXCAVATION LIMIT

FAILED SLOPE CONSTRUCTION:

FAILED SLOPE MATERIAL SHALL BE REMOVED FIRST AND THEN REMOVE SHEET PILING.

PLANS AND FAILED SLOPE MATERIALS SHOULD BE WASTED UNLESS ACCEPTED BY THE ENGINEER.

EXCAVATE FAILED SLOPE FROM STATION 12+25+/- -L- TO 13+13 +/- -L-,  LEFT,  AS SHOWN IN THE

EXCAVATION NECESSARY FOR THE INSTALLATION OF THE CULVERT.

EXCAVATION FOR THE FAILED SLOPE WILL REQUIRE ADDITIONAL EXCAVATION OUTSIDE THE 

RECONSTRUCT THE EMBANKMENT IN ACCORDANCE WITH THE ROADWAY PLANS.

BENCHING FILL INTO THE EXISTING EMBANKMENT IS REQUIRED.

NI-PIPE EXCAVATION LIMIT PROFILE @ CENTER LINE
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