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DIVERSION POINT.

THE SHOULDER OR ANY

MINIMUM OF ONE FOOT BELOW

 CONSTRUCT TOP OF BERM A

THE ENGINEER.

OTHERWISE SPECIFIED BY

MINIMUM ACCEPTABLE UNLESS

  DIMENSIONS SHOWN ARE

FOR SEDIMENT CONTROL.

  USE NO. 5 OR NO. 57 STONE

STRUCTURAL STONE.

  USE CLASS 'A' STONE FOR

NOTE:
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6

FILTER FABRIC

COMPACTED FILL

WIRE

NOTES

OF 6 LINE WIRES WITH 12" STAY

SPACING.

DIRECTED BY THE ENGINEER.

FILTER FABRIC

8"

4"

WIRE INTO TRENCH

EXTENSION OF FABRIC AND

8' MAX. WITH WIRE

(6' MAX. WITHOUT WIRE)
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SHALL BE 12• GAUGE MIN.

MIDDLE AND VERTICAL WIRES

SHALL BE 10 GAUGE MIN.

TOP AND BOTTOM STRAND
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1605.01 1605.01

STEEL POST - 2'-0" DEPTH

  USE WIRE A MINIMUM OF 32"

IN WIDTH AND WITH A MINIMUM 

  USE FILTER FABRIC A MINIMUM

OF 36" IN WIDTH AND FASTEN 

ADEQUATELY TO THE WIRE AS

  PROVIDE 5'-0" STEEL POST OF THE

SELF-FASTENER ANGLE STEEL TYPE.
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NOTE:  PLACE FILTER FABRIC BENEATH STONE
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D

CLASS "A" STONE

8 IN. MIN. DEPTH

   BY THE ENGINEER.

7. USE CLASS 'A' STONE OR OTHER COARSE AGGREGATE APPROVED

   BE DETERMINED BY THE ENGINEER.

6. NUMBER AND LOCATION OF CONSTRUCTION ENTRANCES TO

   MAINTENANCE.

   PROVIDE FREQUENT CHECKS OF THE DEVICE AND TIMELY

   ALL POINTS OF INGRESS AND EGRESS UNTIL SITE IS STABILIZED.

5. LOCATE GRAVEL CONSTRUCTION ENTRANCE AT

   CLEANED UP IMMEDIATELY.

4. ANY MATERIAL TRACKED ONTO THE ROADWAY MUST BE 

   PERIODIC TOPDRESSING WITH STONE WILL BE NECESSARY.

   TRACKING OR DIRECT FLOW OF MUD ONTO STREETS.

3. MUST BE MAINTAINED IN A CONDITION WHICH WILL PREVENT

   BY ALL CONSTRUCTION VEHICLES.

2. LOCATE ENTRANCE(S) TO PROVIDE FOR UTILIZATION

   TRUCKS.

1. PROVIDE TURNING RADIUS SUFFICIENT TO ACCOMMODATE LARGE 

NOTES:

EROSION CONTROL DETAILS
HYDRAULICS

ENGINEER

   R/W SHEET NO.

SHEET NO.PROJECT REFERENCE NO.

EC-3R-4436EJ 
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ELEVATION VIEW

NATURAL GROUND

NATURAL GROUND

FLOW

1' MIN.

1' MIN.

CROSS SECTION

CROSS SECTION

TRAPEZOIDAL DITCH

VEE DITCH

12" MIN.

SILT BASIN
OPTIONAL TYPE "B" 4'-6"

EDGE OF PAVEMENT

ISOMETRIC VIEW

PAVEMENT

SHLD.

DITCH CHECK
TEMP. STONE

 SLOPE
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12"
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BASE OF DITCH

CONTROL STONE
12" THICK SEDIMENT

1633.02 1633.02

1    1 1    1

T
E

M
P

O
R

A
R

Y
 

R
O

C
K
 

S
I

L
T
 

C
H

E
C

K
 

T
Y

P
E
 

B̀
'T

E
M

P
O

R
A

R
Y
 

R
O

C
K
 

S
I

L
T
 

C
H

E
C

K
 

T
Y

P
E
 

B̀
'

R
A

L
E
I

G
H
,
 

N
.

C
.

D
I

V
I
S
I

O
N
 

O
F
 

H
I

G
H

W
A

Y
S

D
E
P

T
.
 

O
F
 

T
R

A
N
S
P

O
R

T
A

T
I

O
N

N
O

R
T

H
 

C
A

R
O

L
I

N
A

S
T

A
T

E
 

O
F
 

R
A

L
E
I

G
H
,
 

N
.

C
.

D
I

V
I

S
I

O
N
 

O
F
 

H
I

G
H

W
A

Y
S

D
E

P
T
.
 

O
F
 

T
R

A
N

S
P

O
R

T
A

T
I

O
N

N
O

R
T

H
 

C
A

R
O

L
I

N
A

S
T

A
T

E
 

O
F

SHEET   OF SHEET   OF

E
N

G
L
I

S
H
 

S
T

A
N

D
A

R
D
 

D
R

A
W
I

N
G
 

F
O

R

E
N

G
L
I

S
H
 

S
T

A
N

D
A

R
D
 

D
R

A
W
I

N
G
 

F
O

R

AS DIRECTED BY THE ENGINEER.

CONTROL.  PLACE SEDIMENT CONTROL STONE

USE NO. 5 OR NO. 57 STONE FOR SEDIMENT

GRADE LESS THAN 3%.

ONE (1) ACRE DRAINAGE AREA AND A DITCH

CLASS "A" STONE FOR SITES HAVING LESS THAN

THE ENGINEER MAY DIRECT THE OPTION OF

STRUCTURAL STONE.

USE CLASS 'B' EROSION CONTROL STONE FOR 

NOTES:
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