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* INDEX OF SHEETS STANDARD DRAWINGS

i 3/21/2017

EFF. 01-17-2012

| INDEX OF SHEETS REV. 02-29-2016

; 2012 ROADWAY ENGLISH STANDARD DRAWINGS

| SHEET NUMBER SHEET

i The following Roadway Standards as appear in “Roadway Standard Drawings” Highway Design Branch -

| 1 TITLE SHEET N. C. Department of Transportation — Raleigh, N. C., Dated January, 2012 are applicable to this project

1A INDEX OF SHEETS, GENERAL NOTES, AND LIST OF STANDARD DRAWINGS and by reference hereby are considered a part of these plans:

1B CONVENTIONAL SYMBOLS STD.NO. TITLE

1C-1 SURVEY CONTROL SHEET DIVISION 3 —  PIPE CULVERTS

| 1C-2 SURVEY CONTROL SHEET

| 300.01 METHOD OF PIPE INSTALLATION

2D-1 DRAINAGE DETAILS

; DIVISION 8 —  INCIDENTALS

| 3B-1 SUMMARY OF QUANTITIES

816.04 MARKERS FOR DRAINAGE STRUCTURE AND CONC PAD

| 2 3D-1 SUMMARY OF DRAINAGE QUANTITIES

| o) 840.14 CONCRETE DROP INLET

| @ 4 PLAN AND PROFILE WEST BIOSWALE SITE

| S

| o2 5 PLAN AND PROFILE WEST BIOSWALE SITE 840.15 BRICK DROP INLET

| 6 PLAN AND PROFILE EAST BIOSWALE SITE - 1 840.16 DROP INLET FRAME AND GRATES

7 PLAN AND PROFILE EAST BIOSWALE SITE - 2 876.03 DRAINAGE DITCHES WITH CLASS A RIP RAP

1 8 PLAN AND PROFILE EAST BIOSWALE SITE - 3

| 876.04 DRAINAGE DITCHES WITH CLASS B RIP RAP

| TMP-1 TRANSPORTATION MANAGEMENT PLAN

EC-1 EROSION CONTROL PLAN WEST BIOSWALE SITE

EC-2 EROSION CONTROL PLAN EAST BIOSWALE SITES

EC-3 EROSION CONTROL DETAILS

1. SPECIFICATIONS: NCDOT STANDARD SPECIFICATIONS FOR ROADS AND

| STRUCTURES (JANUARY 2012).

2. GRADING: THE GRADE LINES SHOWN DENOTE THE FINISHED ELEVATIONS OF

| THE PROPOSED DITCHES. GRADE LINES MAY BE ADJUSTED AT THEIR

BEGINNING AND ENDING AND AT STRUCTURES AS DIRECTED BY NCDOT IN

| ORDER TO SECURE A PROPER TIE-IN.

3. SUBSURFACE PLANS: NOT SUBSURFACE PLANS ARE AVAILABLE ON THIS

| PROJECT. THE CONTRACTOR SHALL PREPARE HIS OWN INVESTIGATION AS TO

| THE SUBSURFACE CONDITIONS.
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