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DATUM DESCRIPTION

THE LOCALIZED COORDINATE SYSTEM DEVELOPED FOR THIS PROJECT

IS BASED ON THE STATE PLANE COORDINATES ESTABLISHED BY

OTHERS FOR MONUMENT "GPS-2"

WITH NAD 83/NA 2011 STATE PLANE GRID COORDINATES OF

NORTHING:  839828.708(ft)  EASTING:  2061021.832(ft)

ELEVATION:  297.894(ft)

THE AVERAGE COMBINED GRID FACTOR USED ON THIS PROJECT

(GROUND TO GRID) IS:  0.99996202

   

ALL LINEAR DIMENSIONS ARE LOCALIZED HORIZONTAL DISTANCES

VERTICAL DATUM USED IS NAVD 88

BY: DEWBERRY ENGINEERS INC.

ARE FROM A TOPOGRAPHIC SURVEY PERFORMED IN JANUARY 2017 

SITE COORDINATE CONTROL AND EXISTING CONDITIONS FOR PROJECT 

2         839828.708     2061021.832    297.894    4017

1         840332.757     2061102.722    318.440    4017

PointNo.  Northing(Y)    Easting(X)     Elev(Z)    Description
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THE LOCALIZED COORDINATE SYSTEM DEVELOPED FOR THIS PROJECT

IS BASED ON THE STATE PLANE COORDINATES ESTABLISHED BY

WITH NAD 83/NA 2011 STATE PLANE GRID COORDINATES OF

NORTHING:  839828.708(ft)  EASTING:  2061021.832(ft)

ELEVATION:  297.894(ft)

THE AVERAGE COMBINED GRID FACTOR USED ON THIS PROJECT

(GROUND TO GRID) IS:  0.99996202

THE N.C.  LAMBERT GRID BEARING AND

LOCALIZED HORIZONTAL GROUND DISTANCE FROM

"GPS-2" TO -L-  STATION  IS

ALL LINEAR DIMENSIONS ARE LOCALIZED HORIZONTAL DISTANCES
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