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14" WIRE MESH

SEDIMENT i E

CONTROL STONE
1"6”

AVERAGE BOX
DIMENSION VARIABLE
FILTERED
WATER

SECTION A-A

MULTI-DIRECTIONAL FLOW

CLASS "A" STONE
8 IN. MIN. DEPTH

EKROSION CONTROL

]

STATE OF
NORTH CAROLINA
DEPT. OF TRANSPORTATION

DIVISION OF HIGHWAYS
RALEIGH, N.C.

14" WIRE MESH

HEV-SERTEIS

14" WIRE MESH

’//r—SEE NOTE FOR POST DESCRIPTION

NOTE
USE NO. 5 OR NO. 57 STONE
FOR SEDIMENT CONTROL STONE. ) |
USE 24 GAUGE MINIMUM WIRE
MESH HARDWARE CLOTH WITH SEDIMENT
1/4 INCH MESH OPENINGS. CONTROL STONE
PLACE TOP OF WIRE MESH 1'-6"
A MINIMUM OF ONE FOOT BELOW
THE SHOULDER OR ANY
DIVERSION POINT.
INSTALL WIRE MESH UNDER
SEDIMENT CONTROL STONE.
USE 5' STEEL POST, INSTALLED DIMENSION VARIABLE
1.5' DEEP MINIMUM, AND FILTERED
OF THE SELF-FASTENER WATER
ANGLE STEEL TYPE. .
SPACE POST A MAXIMUM SECTION Y-Y
OF 4.

AVERAGE BOX

SINGLE-DIRECTIONAL FLOW

ENGLISH STANDARD DRAWING FOR
ROCK INLET SEDIMENT TRAP TYPE 'C’

SHEET 1 OF 1

NOTES:
1. PROVIDE TURNING RADIUS SUFFICIENT TO ACCOMMODATE LARGE
TRUCKS.
2. LOCATE ENTRANCE(S) TO PROVIDE FOR UTILIZATION
BY ALL CONSTRUCTION VEHICLES.
3. MUST BE MAINTAINED IN A CONDITION WHICH WILL PREVENT
TRACKING OR DIRECT FLOW OF MUD ONTO STREETS.
PERIODIC TOPDRESSING WITH STONE WILL BE NECESSARY.
. ANY MATERIAL TRACKED ONTO THE ROADWAY MUST BE
CLEANED UP IMMEDIATELY.
. LOCATE GRAVEL CONSTRUCTION ENTRANCE AT
ALL POINTS OF INGRESS AND EGRESS UNTIL SITE IS STABILIZED.
PROVIDE FREQUENT CHECKS OF THE DEVICE AND TIMELY
MAINTENANCE.
NUMBER AND LOCATION OF CONSTRUCTION ENTRANCES TO
BE DETERMINED BY THE ENGINEER.
USE CLASS 'A’ STONE OR OTHER COARSE AGGREGATE APPROVED
BY THE ENGINEER.

NOTE: PLACE FILTER FABRIC BENEATH STONE

1632.0

STATE OF
NORTH CAROLINA
DEPT. OF TRANSPORTATION

DIVISION OF HIGHWAYS
RALEIGH, N.C.

ENGLISH STANDARD DRAWING FOR
GRAVEL CONSTRUCTION ENTRANCE

SHEET 1 OF 1

"0°N ‘HHIITVH

SAVMHOIH 40 NOISIAIA
NOILVLHOdSNvHLl 40 "1d3d

VYNIT04dV) HLHON

dON3d 17IS AUVHOdW3IL
HOd4 ONIMVHA QHVANVLS HSITON3

40 3J1vIS

2610 WYCLIFF ROAD

SUITE 410
ewberr HE e e
PHONE: 919.881.9939

NCBELS #: F-0929

PROJECT REFERENCE NO. SHEET NO.

R—4436EK £C2

DT ATLS

8' MAX. WITH WIRE
(6" MAX. WITHOUT WIRE)

MIDDLE AND VERTICAL WIRES
SHALL BE 121% GAUGE MIN.

TOP AND BOTTOM STRAND

SHALL BE 10 GAUGE MIN.

FILTER FABRIC

NOTES

USE WIRE A MINIMUM OF 32"
IN WIDTH AND WITH A MINIMUM
OF 6 LINE WIRES WITH 12" STAY
SPACING.

USE FILTER FABRIC A MINIMUM
OF 36" IN WIDTH AND FASTEN
ADEQUATELY TO THE WIRE AS
DIRECTED BY THE ENGINEER.

PROVIDE 5'-0" STEEL POST OF THE
SELF-FASTENER ANGLE STEEL TYPE.

FILTER FABRIC —— |

COMPACTED FI LL‘\
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STEEL POST - 2'-0" DEPTH

"
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EXTENSION OF FABRIC AND
WIRE INTO TRENCH

STATE OF
NORTH CAROLINA
DEPT. OF TRANSPORTATION

DIVISION OF HIGHWAYS
RALEIGH, N.C.

ENGLISH STANDARD DRAWING FOR
TEMPORARY SILT FENCE
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