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TIMING CHART
2033 SOFTWARE w/ 2070 CONTROLLER

PHASE 02 04 08
MINIMUM  INITIAL * 10 sec. [ SEC. [ SEC.
VEHICLE EXTENSION * 2.0 sec.| 2.0 sec.| 2.0 sEc.
YELLOW CHANGE INT. 4.1 sec.| 4.1 sec.| 3.5 sEec.
RED CLEARANCE 1.0 sec.| 1.0 sec.| 1.0 sEc.
MAXIMUM  LIMIT * 40  sEc. 25 sec.| 25 sEc.
RECALL POSITION VEH. RECALL NONE NONE
VEHICLE CALL MEMORY  |YELLOW LOCK| NONLOCK NONLOCK
DOUBLE ENTRY OFF ON ON
WALK * {  SEC. {  SEC. —  SEC.
FLASHING DON'T WALK 7  sec. 8  sEc. - SEC.
TYPE 3 LIMIT —  SEC. —  SEC. —  SEC.
ALTERNATE EXTENSION - SEC. - SEC. - SEC.
ADD PER VEHICLE * - SEC. - SEC. - SEC.
MAXIMUM  INITIAL * - SEC. - SEC. - SEC.
MAXIMUM GAP* 2.0 sec.| 2.0 sec.| 2.0 sEc.
REDUCE 0.1 SEC EVERY * - SEC. —  SEC. —  SEC.
MINIMUM  GAP 2.0 sec.| 2.0 sec.| 2.0 sEc.

* These values may be field adjusted. Do not adjust Min Green and Extension
times for phase 2 lower than what is shown. Min Green for all other phases

should not be lower than 4 seconds.
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Signal Upgrade

the Engineer.

3. Renumber existing signal heads
43 and 44 as 81 and 82.

4. Set all detector units to
presence mode.

5. Locate new cabinet so as not to
obstruct sight distance of
vehicles turning right on red.

6. Program all timing information
into phase banks 1, 2, and 3
unless otherwise noted.

7. Set phase bank 3 maximum |imit
to 250 seconds for phases used.

8. Omit "WALK” and flashing
“DON’'T WALK"” with no
pedestrian calls.

9. Program pedestrian heads to
countdown the flashing “Don’+t
Walk” time only.

10. Pedestrian pedestals are
conceptual and shown for
reference only. See sheets
P1-P3 for pushbutton location
details.

11. Pavement markings are existing.

12. Maximum times shown in timing
chart are for free-run
operation only. Coordinated
signal system timing values
supersede these values.
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