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SIGNAL FACE I.D.

All Heads L.E.D.

DRK - Dark

DW - Don't Walk

W - Walk

   

FLASHING DON'T W ALK

MINIMUM GAP

MAXIMUM GAP*

ALTERNATE EXTENSION

TYPE 3 LIMIT

REDUCE 0.1 SEC EVERY *

ADD PER VEHICLE *

MAXIMUM INITIAL *
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Sig. 2.0

Directional Arrow

Controller & Cabinet

Signal Pole with Guy

Signal Pole with Sidewalk Guy

Inductive Loop Detector

Traffic Signal Head

Pedestrian Signal Head

2-in Underground Conduit

LEGEND
PROPOSED EXISTING
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Modified Signal Head N/A

Junction Box

N/A Right of Way

Metal Strain Pole
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Street Name Sign  (D3-1)A A
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TIMING CHART
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ON ON

"TO" Pedestrians Sign (R10-15)

Left "TURNING VEHICLES" Yield

    supersede these values.

    signal system timing values

    operation only.  Coordinated

    chart are for free-run

10. Maximum times shown in timing

 9. Pavement markings are existing.

    Walk" time only.

    countdown the flashing "Don't

 8. Program pedestrian heads to

    to 250 seconds for phases used.

 7. Set phase bank 3 maximum limit

    unless otherwise noted.

    into phase banks 1, 2, and 3

 6. Program all timing information

    turning right on red.

    obstruct sight distance of vehicles 

 5. Locate new cabinet so as not to 

    numbered 61, 62, 82, and 83.

 4. Reposition existing signal heads 

    and phases as shown.

 3. Renumber existing signal heads 

    the Engineer.

    unless otherwise directed by

    night flashing operation

 2. Do not program signal for late

    Structures" dated January 2012.

    Specifications for Roads and

    2012 and "Standard

    Drawings NCDOT" dated January

 1. Refer to "Roadway Standard
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 lower than what is shown.  Min Green for all other phases should not be lower than 4 seconds.

* These values may be field adjusted.  Do not adjust Min Green and Extension times for phases 2 and 6 
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