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x® INFORMATION INDICATED ON THE LOCATION SKETCH SHALL BE CONSIDERED GENERAL INFORMATION, ONLY.CONTRACTOR
<<:\' SHALL CONFIRM, THROUGH OTHER SOURCES, SPECIFIC INFORMATION REGARDING THE BRIDGES, ROADWAYS, UTILITIES,
\’/ THE SURROUNDING AREA, AND ANY OTHER ASPECTS THAT MAY BE NECESSARY TO PERFORM AND COMPLETE THE PROJECT.

0

'\/ EXISTING DIMENSIONS AND BRIDGE CONDITION ARE FROM BEST INFORMATION AVATILABLE. THE CONTRACTOR SHALL
// FIELD VERIFY THE INFORMATION SHOWN ON THE PLANS AND NOTIFY THE ENGINEER IF ACTUAL DIMENSIONS AND
- CONDITIONS DIFFER.

\ IT IS THE CONTRACTOR’S RESPONSIBILITY TO FOLLOW ALL STATE AND FEDERAL SAFETY REQUIREMENTS.

EXISTING MODULAR JOINT AND DECK REINFORCING STEEL SHOWN IS BASED ON BEST INFORMATION AVAILABLE.

ALL PROPOSED EXPANSION JOINT DIMENSIONS, OPENINGS AND BLOCKOUTS ARE SHOWN AT 60°F.CONTRACTOR
SHALL FOLLOW MANUFACTURER’S INSTALLATION GUIDELINES AND MAKE ANY NECESSARY ADJUSTMENTS.

FLYOVER ADHESIVE ANCHOR BOLTS AND HARDWARE FOR THE PROPOSED EXPANSION JOINT SHALL BE GALVANIZED PER ASTM Al53

AND INSTALLED PER THE MANUFACTURER’S RECOMMENDATIONS.

TOTAL THERMAL MOVEMENT MEASURED PARALLEL TO THE CENTERLINE OF THE ROADWAY IS (- EXPANSION AND
CONTRACTION)

WORK ON BRIDGE SHALL BE PERFORMED SO AS NOT TO ALLOW DEBRIS TO FALL BELOW. THE CONTRACTOR
SHALL SUBMIT PLANS FOR CONSTRUCTION IN ACCORDANCE TO ARTICLE 402-2 OF THE STANDARD SPECIFICATIONS
AND THE PROJECT SPECIAL PROVISIONS.

PRIOR TO BEGINNING WORK, CONTRACTOR SHALL SUBMIT FOR REVIEW AND APPROVAL A COMPLETE SEQUENCE
OF TASKS FOR EACH OPERATION AFFECTING THE BRIDGE SURFACE AND/OR TRAFFIC.

CONTRACTOR SHALL DETERMINE EXTENT OF WORKING AREA, STAGING PROCESS, AND INSTALL COVER B ASSEMBLY
AS NECESSARY TO MEET THE REQUIREMENTS OF TRAFFIC MANAGEMENT PLANS.

CONCRETE FOR DECK REPAIR SHALL BE A MATERIAL SUITABLE FOR CONCRETE BRIDGE DECK REPAIRS UNDER FAST
SETTING CONDITIONS.

CONCRETE FOR DECK REPAIR SHALL REACH A MINIMUM COMPRESSIVE STRENGTH OF 4500 PSI IN 3 HOURS OR LESS.
CONTRACTOR SHALL SUBMIT PROPOSED MATERIAL DOCUMENTATION TO THE ENGINEER FOR APPROVAL, SEE SPECIAL
PROVISIONS.

ANY DAMAGE TO EXISTING REINFORCING STEEL, DURING CONTRACTOR’S OPERATIONS, SHALL BE REPAIRED AS
DIRECTED BY THE ENGINEER AND PERFORMED AT NO ADDITIONAL COST.

CONTRACTOR SHALL HAVE A REPRESENTIVE FROM THE JOINT MANUFACTURER PRESENT DURING INSTALLATION
OF PROPOSED RUBBER PLATE TYPE EXPANSION JOINT.

FOR CONTROL OF TRAFFIC AND LIMITS ON PHASING OF CONSTRUCTION, SEE TRANSPORTATION MANAGEMENT PLAN.

FOR EPOXY COATED REINFORCING STEEL, SEE 2012 NORTH CAROLINA STANDARD SPECIFICATIONS FOR
ROADS AND STRUCTURES, SECTION 425.

FOR JOINT REPAIR, SEE SPECIAL PROVISIONS.

FOR SUBMITTAL OF WORKING DRAWINGS, SEE SPECIAL PROVISIONS.
FOR FALSEWORK AND FORMWORK, SEE SPECIAL PROVISIONS.

LOCATION SKETCH FOR CRANE SAFETY, SEE SPECIAL PROVISIONS.

FOR GROUT FOR STRUCTURES, SEE SPECIAL PROVISIONS.

FOR CONCRETE FOR DECK REPAIR, SEE SPECIAL PROVISION.
FOR VOLUMETRIC MIXER, SEE SPECIAL PROVISION.

—— TOTAL BILL OF MATERIAL
MOLDED RUBBER
JOINT ERPEOIXNYFOCROCAITNEGD CONCRETE VOLUMETRIC SEGMENTAL
REPAIR FOR DECK MIXER EXPANSION
BRIDGE NO. STEEL REPAIR JOINT PROJECT NO. I-5307B
SQ.FT. LBS. CU. FT. LUMP SUM LUMP SUM DURHAM COUNTY
342 314 1114 162 LUMP SUM LUMP SUM BRIDGE NO. 342
TOTAL 314 1114 162 LUMP SUM LUMP SUM SHEET 2 OF 2
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