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STEP 1 - INSTALL WORK ZONE ADVANCE WARNING SIGNS. SEE RSD 1101.01.
STEP 2 - USING RSD 1101.02, SHEETS 4 AND 5 OF 15 AND SHEETS TMP-4 THRU TMP-5, CONDUCT INSIDE JOINT
STEP 3 - COORDINATE WITH STOC AND SHOW ADVANCE WARNING DMS MESSAGE AT LEAST FOURTEEN (14) CALENDAR

- INSTALL AND COVER ALL DETOUR SIGNS.

REPLACEMENT WORK AS MUCH AS POSSIBLE.

DAYS PRIOR TO ROAD CLOSURE.

CONTRACTOR SHALL COMPLETE THE CONSTRUCTION, DESCRIBED IN STEPS 4 THRU 6, BETWEEN 10:00 P.M. OF THE
AND 7:00 A.M. OF THE FOLLOWING TUESDAY. (SEE INTERMEDIATE CONTRACT TIME AND LIQUIDATED DAMAGES.)

FRIDAY BEFORE LABOR DAY

STEP 4 - UNCOVER ALL DETOUR SIGNS AND USING TMP-6 THRU TMP-8, CLOSE I-540 FLYOVER BRIDGE OVER I-40.

STEP 5 - AWAY FROM TRAFFIC, CONDUCT ALL REMAINING JOINT REPLACEMENT WORK.

STEP 6 - COVER ALL DETOUR SIGNS AND OPEN I-540 FLYOVER BRIDGE OVER I-40 TO TRAFFIC.

CONTRACTOR SHALL COMPLETE THE CONSTRUCTION, DESCRIBED IN STEPS 7 THRU 9, BETWEEN 10:00 P.M. OF THE
AND 7:00 A.M. OF THE FOLLOWING MONDAY. (SEE INTERMEDIATE CONTRACT TIME AND LIQUIDATED DAMAGES.)

FRIDAY AFTER LABOR DAY

STEP 7 - UNCOVER ALL DETOUR SIGNS AND USING TMP-6 THRU TMP-8, CLOSE I-540 FLYOVER BRIDGE OVER I-40.

STEP 8 - AWAY FROM TRAFFIC, CONDUCT ALL WATER TESTING WORK.

STEP 9 - COVER OR REMOVE ALL DETOUR SIGNS AND OPEN I-540 FLYOVER BRIDGE OVER I-40 TO TRAFFIC.

STEP 10 - REMOVE ALL REMAINING WORK ZONE TRAFFIC CONTROL DEVICES.

PROJ. REFERENCE NO.

SHEET NO.

I1-5307B

TMP-3

DocusSigned by:
APPROVED: GMM Bissette

ECDC908C875348C...

DATE: 4/15/2016

DOCUMENT NOT CONSIDERED FINAL
UNLESS ALL SIGNATURES COMPLETED

PHASING




		2016-04-15T12:50:44-0700
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




