R 2/0/C_STTE 3

4/17/2018

-..\400_005_B5145_SMU_SUPOIT.dgn

USER:jloTtus

- 33/_0// - - BI—OH - = 1/_6// 1/_6// =
- ].ON -l 1/_4// -l ].OH - = 10// 1%‘_:4// 10//;
1" _|11-0" 30'-10” (CLEAR ROADWAY) _1-07) 1 I 1Tf T tfy' "
33 NCI_n #4 \\B// .
- 15/_5// L 15’_5” . :N /8 / ﬁ 12//® \/OIDS \C\]l
<S5
VERTICAL CONCRETE BARRIER RAIL (TYP.) § ‘L‘l ) — toa e "
FOR DETAILS SEE “VERTICAL 7"/4" @ € BRG. Y o |
\ CONCRETE BARRIER RAIL SECTION” — i T . gl ; S
" g oRADE PT /2" € R : i G — .
NE: ° ASPHALT WEARING O LT S| 2l “lylea su<] &le !
= f__ SURFACE (SEE : X ” . N Syl L2 spa,
" 31/, @ € BRG. . 0.02. 0.02 ROADWAT PLANS) Ny N _ Il | 89 r @ 2"CTs.
7 - BN .
i — | B | e R A ‘ S el Aol L3 ¢
ED o ﬁl//,\\l [//,\\1 [//,\\1 [//, [//(\\1 [//(\\1 [//,4\\1 [//,4\\1 [//(.\\‘] [//(.\\‘1 [//i\\\] —»3// 4—12//@ vOl1DS —»3// -— E\JT 2 SPA, _/ \—6 SPA,\—Z SPA.
(\_I\J >|__ 4‘\\~// \\_// \\_// \\_ \\_// \\_// \\\_// \\_// \\_// \\_// \\_// @ 2// CTSn @ 2// CTS;. @ 2// CTS.
\
EXTERIOR SLAB SECTLION INTERIOR SLAB SECTION (ALL SPANS)
0675 LR TRANSVERSE SHEAR KEYS TO BE FILLED WITH GROUT AFTER (FOR PRESTRESSED STRAND LAYOUT, SEE (28 STRANDS REQUIRED)
0o TENSTONTNG S TRANDS ALL ERECTION HAS BEEN COMPLETED AND AFTER INTERIOR SLAB SECTION.) .
IN 2/," 5 HOLES FINAL TENSIONING OF TRANSVERSE STRANDS 0.6 %) LOW
3/_0//
- - RELAXATION STRAND LAYOUT
- ].6/_6// | 16/_6// _
- 11 PRESTRESSED CONCRETE CORED SLAB UNITS = 33'-0” _ SCIJEI?AagéLbFBliizIB%QE%I\(I)MONENTDHEOSFE CSOTRREADNDSSLAFBORUNAIT
SEE STANDARD SPECIFICATIONS, ARTICLE 1078-7.
HALF SECTION HALF SECTION @ OPTIONAL FULL LENGTH DEBONDED STRANDS.
AT INTERMEDIATE DIAPHRAGMS TYP I CAL SECT ION THROUGH VOIDS THESE STRANDS ARE NOT REQUIRED. IF THE
FABRICATOR CHOOSES TO INCLUDE THESE STRANDS
% - THE MAXIMUM BARRIER RAIL HEIGHT AND ASPHALT THICKNESS IS SHOWN. THE HEIGHT OF THE IN THE CORED SLAB UNIT, THE STRANDS SHALL
BARRIER RAIL AND ASPHALT THICKNESS VARIES WHILE THE TOP OF THE BARRIER RAIL FOLLOWS BE DEBONDED FOR THE FULL LENGTH OF THE UNIT
THE PROFILE OF THE GUTTERLINE.FOR RAIL HEIGHT DETAILS AND ASPHALT THICKNESS, SEE THE AT NO ADDITIONAL COST. SEE STANDARD
“WERTICAL CONCRETE BARRIER RAIL SECTION” DETATIL. SPECIFICATIONS, ARTICLE 1078-7.
FIXED END FIXED END FIXED END
~ ( JT.
1/ JT, AT BENT
| / /7
ASPHALT " ASPHAL T | 2'/>" @ DOWEL HOLES %
WEARTING 2/>" @ DOWEL HOLE WEARING
SURFACE <__ SURFACE
N S W . W VS S - \
| g/ B
N GROUT |
\\) 12//@ - - 1 ‘ ‘ :r } } ]-2//@ [
; VOIDSz_;ﬂ* | N . VOIDS |
; ! ! / ., I ! ( | A
/ | < 12" & lerll 6! | <
P o 1 \ \ VOIDS I A 77 D \
o A L L I RN A \ L
.y | ! R
SEE “BRIDGE o~ i |l &
APPROACH SLAB” T % e L VS
SHEET FOR DETAILS | * X i = — i o leZA
S AYERS OF 30 LB = ELASTOMERIC ] =
LAY LB. BEARING PAD o
ROOFING FELT TO Y Yy SHEAR KEBEY DETAIL
PREVENT BOND. 2 @ BACKER ROD— |
ELASTOMERIC i _ _ ‘ EEQ%E%@Egig NOTE: OMIT %%%g%éwgbégbggzii?E FACE
|/ ‘ - | AR PAD | \ T | OF EX L .
1'/2” @ BACKER ROD - \X BEARING C BEARING — . \\
v L
0 BEARING—— SEE “END BENT" % 6 DOWELS SEE “BENT" SHEETS
% #6 DOWELS SHEETS FOR DETAILS FOR DETAILS
) PROJECT NO. 870145
21/ &
PERMITTED THREADED INSERT 2
CAST IN OUTSIDE FACE OF DOWEL HOLES PERSON COUNTY
EXTERIOR UNIT AND 3"
3w C 0.6” D L.R. TRANSVERSE .«
RECESSED 5% SIZE TO BE POST-TENSTONING STRAND “5 S10 STATION: [14+50.00 ~L-
: TRANSVERSE STRAND NON-CORROSTIVE PIPE. 8 TR i I Y TR :
, | \ | DN AT T SHEET 1 OF 6
A ********* LR A S R Y S N -
A | | mvll" . ; RN IR "_'_/_#5 515 %4 S14 STATE OF NORTH CAROLINA
3 s . e il 3 :
~ - 1 }Bi } ] \”/’/””‘\\\:\\\‘ R » o) ) L v N #4 \\B// DocusSigned by: '.°.. %..': DEPARTMENT OF TRANSPORTATlON
1 :CI> } }L \\ - b STRAND VISE g — : N I IF Lofus ",p£<< RALEIGH
- T I . o T%%/ S 1 5 PHGTETS05 gy, o W STANDARD
f f et o] -t o Y
v v ) " E7lL RECESS DOCUMENT NOT CONSIDERED I\ /NI
B B OUTSIDE FACE 2 \/a"  WITH GROUT FINAL UNLESS ALL 3 O >< 2 O
OF EXTERIOR SIONATURES COMPLETED
ozl ] g CORED SLAB N N PRESTRESSED CONCRETE
o o Firm License No. C-1051
THREADED INSERT DETAIL ELEVATION VIEW SECTION B-B CND ElEVATTON 421 Fayetteville St, CORED SLAB UNIT
Suite 400
Raleigh, NC 27601
GROUTED RECESS AT END OF SHOWING PLACEMENT OF DOUBLE STIRRUPS T 619.380.8750
AND LOCATION OF DOWEL HOLES. www.stewartinc.com REVISIONS SHEET NO.
DRAWN BY: J. LOFTUS DATE : 6/17 POST_TENS IONED STRAND ° CORED SLABS (STF\)AND LAYOUT NOT SHOWN,) NO. BY: DATE: NO. BY: DATE: S—5
' S — INTERIOR SLAB UNIT SHOWN-EXTERIOR SLAB S T EWAR T % ——
CHECKED BY: - DATE :___39/I7 UNIT SIMILAR EXCEPT SHEAR KEY LOCATION. 1 SHEETS
DESIGN ENGINEER OF RECORD: _J-LOFTUS  DATE :__ 10417 2 4 22

STD. NO, 24PC54_35_605




		2018-05-09T13:26:21-0700
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




