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TBM #2 - NAIL SET IN 8'PINE TREE 55/ LT.0F -L- STA.I0+33, ELEV. 437.69 N\ x);f) ((ﬂTX// GENERAL NOTES:
\ WOODS k)¥)) 1.  ASSUMED LIVE LOAD = HL-93 OR ALTERNATE LOADING
/ / ]
(fff\ 2. THIS BRIDGE HAS BEEN DESIGNED IN ACCORDANCE WITH THE AASHTO LRFD BRIDGE DESIGN
((N«\//’ SPECIFICATIONS
HYCO LAKE ((“VN///’ 3.  THIS BRIDGE IS LOCATED IN SEISMIC ZONE 1
%’F?rC/NGS@% 2001 o
N0 o 4,  THIS STRUCTURE HAS BEEN DESIGNED IN ACCORDANCE WITH “HEC 18 - EVALUATING SCOUR AT
s BRIDGES."
EXCAVATION //&)p)) 5. THE SUBSTRUCTURE OF THE EXISTING BRIDGE INDICATED ON THE PLANS IS FROM THE BEST
LIMITS - INFORMATION AVAILABLE. SINCE THIS INFORMATION IS SHOWN FOR THE CONVENIENCE OF THE
CLASS TT P CONTRACTOR, THE CONTRACTOR SHALL HAVE NO CLAIM WHATSOEVER AGAINST THE DEPARTMENT OF
RIP RAP / TRANSPORTATION FOR ANY DELAYS OR ADDITIONAL COST INCURRED BASED ON DIFFERENCE BETWEEN
(TYP. EA. END) K)\;J [OE PROTECTION THE EXISTING BRIDGE SUBSTRUCTURE SHOWN ON THE PLANS AND THE ACTUAL CONDITIONS AT THE
s 7 PROJECT SITE.
_ / (ROADWAY PAY
4.44‘i\\\\\\\\\\\\\\“\5 BRIDGE I.D.STA. ITEM AND DETAIL) 6.  REMOVAL OF THE EXISTING BRIDGE SHALL BE PERFORMED SO AS NOT TO ALLOW DEBRIS TO FALL INTO
' 14+50.00 -L- (TYP. AS SHOWN) THE WATER. THE CONTRACTOR SHALL REMOVE THE BRIDGE AND SUBMIT PLANS FOR DEMOLITION IN
e EEEEF L ACCORDANCE WITH ARTICLE 402-2 OF THE STANDARD SPECIFICATIONS.
AN U O O O O
%Z N FE I I =g S FOR OTHER DESIGN DATA AND GENERAL NOTES, SEE SHEET SN.
T0 SR 1102 P \Q¥—-’%I*——\]~fﬁ 8. FOR SUBMITTAL OF WORKING DRAWINGS, SEE SPECTIAL PROVISTIONS.
- ’ AN \ ‘N
IBTOO \ N //—'L)\\ 16TOO 9.  FOR FALSEWORK AND FORMWORK, SEE SPECIAL PROVISIONS.
\ A NI
N N N Y ——
§Z\.60?rﬁg?oﬂ N 70 SR 1304 10. FOR CRANE SAFETY, SEE SPECIAL PROVISIONS.
\ W b C STA. 15479.07 -L- 11. FOR GROUT FOR STRUCTURES, SEE SPECIAL PROVISIONS.
*§g> S ] S— 12.  FOR EROSTION CONTROL MEASURES, SEE EROSTON CONTROL PLANS,
A N D oy 13- ASPHALT WEARING SURFACE IS INCLUDED IN ROADWAY QUANTITY ON ROADWAY PLANS,
EXYISTING STRUCT BANK STABILIZATION N \§88889838S8NNUssUNIEIEEssssnnsnnTITYsInEs
\ EXTSTING (TYP)UC URE 2/-0” TH. CLASS I1I TR PROPOSED GUARDRATIL 14, THE MATERIAL SHOWN IN THE CROSS-HATCHED AREA SHALL BE EXCAVATED FOR A DISTANCE OF 30'+ FT
V' GUARDRATL ° RIP RAP W/ GEOTEXTILE e LT (ROADWAY PAY ITEM AND LEFT SIDE AND 30't RIGHT SIDE OF CENTERLINE ROADWAY AS DIRECTED BY THE ENGINEER. THIS WORK
| (TYP.) (ROADWAY PAY TTEM) (TYP.) T T DETAIL) (TYP. AS SHOWN) WILL BE PAID FOR AT THE CONTRACT LUMP SUM PRICE FOR UNCLASSIFIED STRUCTURE EXCAVATION.
‘ e a o4 . SEE SECTION 412 OF THE STANDARD SPECIFICATIONS
| £ . 15. THE EXISTING STRUCTURE #720050 CONSISTING OF FIVE (5) STEEL GIRDER SPANS ®@ 40°-9% 40’-07,
| Z /7il> 40'-0", 40'-0" & 40'-9”(201'-6” TOTAL LENGTH), 24'-9” CLEAR ROADWAY WIDTH AND TIMBER DECK WITH AN
| VCO LAKE s L ASPHALT WEARING SURFACE ON TIMBER END BENTS & BENTS WITH TIMBER PILES ENCASED WITH
‘ @ WooDS (7i1> CONCRETE NEAR THE WATER LINE AND LOCATED AT THE PROPOSED STRUCTURE SHALL BE REMOVED IN
75 RIP RAP @ EMBANKMENT V] THEIR ENTIRETY (INCLUDING PILES AND CONCRETE ENCASEMENT). PILE REMOVAL (INCLUDING CONCRETE
< | o 2 -0" TH. CLASS TT ENCASED PILES) SHALL BE ACCOMPLISHED BY PULLING PILES OUT. IF PILE BREAKS DURING PULLING,
r<\\\\ | RIP RAP W/ GEOTEXTILE IT SHALL BE CUT OFF ONE FOOT BELOW THE MUD LINE.
| (ROADWAY PAY ITEM) (TYP.) 16. INASMUCH AS THE PAINT SYSTEM ON THE EXISTING STRUCTURAL STEEL CONTAINS LEAD, THE
CONTRACTOR'S ATTENTION IS DIRECTED TO ARTICLE 107-1 OF THE STANDARD SPECIFICATIONS. ANY
| TEMPORARY CAUSEWAY AS REQUIRED COSTS RESULTING FROM COMPLIANCE WITH APPLICABLE STATE OR FEDERAL REGULATIONS PERTAINING
) FOR BARGE LANDING AREA TO HANDLING OF MATERIALS CONTAINING LEAD BASED PAINT SHALL BE INCLUDED IN THE BID PRICE
\\\\\\\\\\\\\\\\ // (PFEORRMIFTUL[%RivX&ﬁlé;S OF CAUSEWAY, SEE FOR UTILITY TINFORMATION, SEE UTTILITY FOR "REMOVAL OF EXISTING STRUCTURE AT STATION 14+50.00 -L-.
T PLANS AND SPECIAL PROVISIONS. 17. FOR ASBESTOS ASSESSMENT, SEE SPECIAL PROVISIONS.
LOCATION SKETCH 18. AT THE CONTRACTOR’S OPTION, AND UPON REMOVAL OF THE CAUSEWAY, THE CLASS II RIP RAP USED IN
THE CAUSEWAY MAY BE PLACED AS RIP RAP SLOPE PROTECTION. SEE SPECIAL PROVISIONS FOR
CONSTRUCTION, MAINTENANCE AND REMOVAL OF TEMPORARY ACCESS AT STATION 14+50.00 -L-.
CONSTRUCTION 3-6”DIA. | 3'-6”"DIA.| PERMANENT BRIDGE SPIRAL PILE DRIVING VERTICAL| RIP RAP |GEQTEXTILE AP
MAINTENANCE | REMOVAL OF1 DRILLED | DRILLED | STEEL CASING SID csL|UNCLASSIFIED cLass a| 230 W0 REINFORCING|  COLUMN |EQUIPMENT SETUP *“;#55?3 STEEL |CONCRETE |cLaSS II|”~ pop  |ELASTOMERIC 20X 290 | assesTos
& REMOVAL OF | SAI>TING | PTERS NOT | PIERS | FOR 3'-6"@ |INSPECTIONS|TESTING | STRUCTURE [CoNCRETE|™( " oC STEEL  |[REINFORCING| FOR HP 12X53 SoTnTe | BARRIER | 20" | poaqyace | BEARINGS | 02 e e [ASSESSMENT
TEMP. ACCESS | STRUCTU IN SOIL IN SOIL | DRILLED PIER EXCAVATION STEEL STEEL PILES PILES RATL THICK)
LUMP SUM LUMP SUM LIN. FT. LIN. FT. LIN, FT. EACH EACH LUMP SUM CY LUMP SUM LBS LBS EACH No.| LF | EACH LF TON Sy LUMP SUM | No. LF LUMP SUM
SUPERSTRUCTURE LUMP SUM 420.87 LUMP SUM | 33 | 2310.00
END BENT No. 1 LUMP SUM 24.3 2929 7 7 265 7 108 120
BENT No. 1 25 101.6 105.6 1 1 22.2 12229 3050
BENT No. 2 25 95.6 105.6 1 1 22.8 12030 2975
END BENT No. 2 LUMP SUM 24.3 2929 K 7 140 K 115 127 PROJECT NO B—5145
TOTAL LUMP SUM LUMP SUM 50 197.2 211.2 2 2 LUMP SUM 93.6 LUMP SUM 30117 6025 14 14 | 405 14 420.87 223 247 LUMP SUM 33 | 2310.00 | LUMP SUM PERSON COUNTY
a 14+50.00 -L-
HYDRAULIC DATA STATION:
DESIGN DISCHARGE 6500 CFS SHEET 3 OF 3
FREQUENCY OF DESIGN FLOOD 25 YR.
DESIGN HIGHWATER ELEV. 410.50 FT. ] i STATE OF NORTH CAROLINA
DRATINAGE AREA 61.8 SQ. MI. Docusigned by: 2, “cat, N DEPARTMENT OF TRANSPORTATION
BASE DISCHARGE (Q100) 11392 C.F.S g}ﬁ%dhs € G e
BASE HIGHWATER ELEV. 413.50 FT FEOTEE Mty GENERAL DRAWING
DOCUMENT NOT CONSIDERED
OVERTOPPING FLOOD DATA CTTINAL UNLESS ALL BRIDGE OVER SOUTH HYCO
OVERTOPPING DISCHARGE 25986 CFS SIGNATURES COMPLETED CREEK ON SR 1343
FREQUENCY OF OVERTOPPING FLOOD 500+ YR. Firm License No. C-1051 (JOHN BREWER RD) BETWEEN
OVERTOPPING FLOOD ELEV. ¥ 420.70 FT. 421 Fayetteville St,
~ Suite 400 SR 1102 AND SR 1304
Raleigh, NC 27601
% OVERTOPPING STA. 12+96.90 -L- T 919.380.8750
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