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PAVEMENT SCHEDULE

B | ULTRATHIN
C 115" S9.5B

E | 10" B25.0C

R | EX C&G

S | SHLDR GRADING

U | EX PVMT

Vi | MILL 0"-1.5"

V2 | INCIDENTAL MILL

— Southbound Service Rd (Between Wake Forest Rd and Fairview Rd)

PROJECT REFERENCE NO.

SHEET NO.

CARITAL BLVD RESURFACING 20lrCPT .05./4.10921./ /4

Prepared in the

Office of: 1} M B

NC FIRM LICENSE No: P-0339

504 Meadowlands Drive
Hillsborough, NC 27278
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# MILL TO EXPOSE * VARIABLE OUTSIDE
EXISTING CONCRETE SHOULDER - PARTIAL C&G,
PARTIAL EARTH SHOULDER

EXISTING MEDIAN

IDTH VARIE
- EXISTING PAVEMENT WIDTH VARIES A VARIES _ EXISTING PAVEMENT WIDTH VARIES -

SB O NB

TYPICAL SECTION NO. 3
MILL AND RESURFACE UTBWC 7

— Crabtree Blvd to Hodges St

- EXISTING PAVEMENT WIDTH - EXISTING PAVEMENT WIDTH

TYPICAL SECTION NO. 4 TYPICAL SECTION NO. 5
MILL AND RESURFACE $9.5B MILL AND RESURFACE $9.5B

— Northbound Service Rd (North of Fairview Rd)
— Northbound Slip Ramp to Crabtree Blvd
— Northbound Service Rd (North of Crabtree Blvd)

25'/inch of surface Ilift

MILL EX. PAVEMENT

XISTING
PAVEMENT
NOTE: A TEMPORARY ASPHALT WEDGE
WILLBE REQUIRED IMMEDIATELY AFTER
MILLING TO ENSURE SMOOTH TRAVEL IF
THE FINAL LAYER OF SURFACE COURSE

IS NOT PLACED ON THE SAME DAY AS
MILLING.

INCIDENTAL MILLING PAVEMENT KEY-IN DETAIL (TIE-IN)
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