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CAPITAL BLVD RESURFACING

DETAIL FOR REPLACEMENT TO BE USED AS DIRECTED BY THE ENGINEER
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TYPICAL SECTION NO. 12

EXISTING PAVEMENT WIDTH VARIES

MILL AND RESURFACE S9.5B

V1

SS SS

- Southbound Wake Forest Rd On-Ramp

EXISTING PAVEMENT WIDTH VARIES
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EXISTING PAVEMENT WIDTH VARIES WIDTH VARIES
EXISTING MEDIAN

SB NB

RESURFACE UTBWC
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TYPICAL SECTION NO.  11

- On-Ramp/Off-Ramp to/from Fairview Rd 

PAVEMENT SCHEDULE

B  ULTRATHIN

R  EX C&G

U  EX PVMT

V2 INCIDENTAL MILL

C 1�" S9.5B

V1  MILL 0"-1.5"

S  SHLDR GRADING

FAILURE

FULL SAW CUTFULL SAW CUT

DETAIL OF SAW CUTS

*

DETAIL OF CONCRETE PAVEMENT REPAIR

* DIMENSIONS ARE APPROXIMATE AND SHOULD BE FIELD VERIFIED

EXISTING CONCRETE PAVEMENT
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" 18" MIN. OVERLAP
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** UNDERCUT REQUIRED ONLY IN AREAS AS DIRECTED BY THE ENGINEER
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GEOTEXTILE FOR SOIL STABILIZATION

SUBGRADE STABILIZATION, AS DIRECTED BY THE ENGINEER

SHALLOW UNDERCUT WITH CLASS IV

SUBGRADE STABILIZATION

ENCAPSULATE CLASS IV

GEOTEXTILE SHALL COMPLETELY

FULL LENGTH CONCRETE SLAB

REMOVE ENTIRE CONCRETE SLAB

STRUCTURE

PAVEMENT

EXISTING
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MAP LIMIT

E 10" B25.0C


