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\ EXISTING CONCRETE PAVEMENT
\ WITH ASPHALT OVERLAY

DEPTH, LENGTH & WIDTH VARIES
AS DIRECTED BY THE ENGINEER

TO BE PERFORMED AFTER MILLING OPERATION, AS DIRECTED BY THE ENGINEER

EXISTING MILLED SURFACE AS _DIRECTED BY THE ENGINEER

ACBC TYPE B25.0B OR ACSC TYPE SF9.5A,S$9.5B OR $9.5C

—_— —_—— AS DIRECTED BY THE ENGINEER
EXISTING ASPHALT OVERLAY
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NEW FULL DEPTH ASPHALT PAVEMENT I19.0B MILLING TO BE PERFORMED PRIOR TO PATCHING

EXISTING
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UNDERCUT AND BACKFILL WITH SELECT MATERIAL
CLASS IV AS DIRECTED BY THE ENGINEER

UNDERCUT

|25’/inch of surface Iiff|

INCIDENTAL MILLING

FABRIC FOR SOIL STABILIZATION
MILL EXISTING PAVEMENT

EXISTING CONCRETE PAVEMENT OR
|__NON-RESURFACEABLE_BRIDGE DECKS

NOTE: A TEMPORARY ASPHALT WEDGE WILL
BE REQUIRED IMMEDIATELY AFTER MILLING
TO ENSURE SMOOTH TRAVEL IF THE FINAL LAYER
OF SURFACE COURSE IS NOT PLACED ON THE
SAME DAY AS MILLING

* DIMENSIONS ARE APPROXIMATE AND SHOULD BE FIELD VERIFIED
** UNDERCUT REQUIRED IN AREAS AS DIRECTED BY THE ENGINEER

APPROX. THICKNESS
OF SURFACE COURSE

MINIMUM TIE IN
ON CITY STREETS AND
COMMERCIAL DRIVES

EXTEND LIMITS TO

BACK OF SIGNAL LOOPS ON
STATE MAINTAINED ROADS

AS DIRECTED BY THE ENGINEER

AS DIRECTED BY THE ENGINEER

EXTEND LIMITS TO

DETAIL OF PROJECT LIMITS AT
SIGNALIZED Y LINES

MINIMUM TIE IN

ON CITY STREETS AND
COMMERCIAL DRIVES

AS DIRECTED BY THE ENGINEER

BACK OF RADIUS ON
STATE MAINTAINED ROADS
AS DIRECTED BY THE ENGINEER

DETAIL OF PROJECT LIMITS AT
UNSIGNALIZED Y LINES




