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HORIZONTAL SCALE

17BP.5.R.57 - GRANVILLE 25

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

SEE PROJECT SPECIAL PROVISIONS

ENVIRONMENTALLY SENSITIVE AREA

CONSTRUCTION SHEET 4

EROSION CONTROL FOR

CLEARING AND GRUBBING

RESOURCES.

RESOURCES DIVISION OF WATER

OF ENVIRONMENT AND NATURAL

THE NORTH CAROLINA DEPARTMENT

AUGUST 3, 2011 AND ISSUED BY

CONSTRUCTION PERMIT EFFECTIVE

BY THE NCG-010000 GENERAL

THE REGULATIONS SET FORTH

CONTROL PLANS COMPLY WITH

THESE EROSION AND SEDIMENT

Temporary Rock Sediment Dam Type A

Temporary Rock Sediment Dam Type B

Temporary Silt Fence

Roadway Standard Drawings

 

The following roadway english standards as appear in "Roadway Standard Drawings"- Roadway Design

revison thereto are applicable to this project and by reference hereby are considered a part of

these plans.

Rock Pipe Inlet Sediment Trap Type A

1634.01

1634.02

1635.01

1605.01

1630.01

Temporary Berms and Slope Drains

1606.01

1622.01

Special Sediment Control Fence

Riser Basin

1635.02 Rock Pipe Inlet Sediment Trap Type B

1604.01 Railroad Erosion Control Detail

1607.01 Gravel Construction Entrance

Unit - N. C. Department of Transportation - Raleigh, N. C., dated January 2012 and the latest

1630.05 Temporary Diversion

1630.04 Stilling Basin

1630.03 Temporary Silt Ditch

1630.02 Silt Basin Type B

1630.06 Special Stilling Basin

1631.01 Matting Installation

1632.02

1632.01

Rock Inlet Sediment Trap Type B

Rock Inlet Sediment Trap Type A

1632.03 Rock Inlet Sediment Trap Type C

1633.01

1633.02 Temporary Rock Silt Check Type B

Temporary Rock Silt Check Type A

1640.01 Coir Fiber Baffle

1645.01 Temporary Stream Crossing

Prepared in the Office of:

ICA ENGINEERING, INC.

NC LICENSE NO: F-0258

RALEIGH NC 27607

5121 KINGDOM WAY, SUITE 100

2012 STANDARD SPECIFICATIONS

     WITHIN EXISTING R/W OR EASEMENT.

     ALL EROSION CONTROL DEVICES SHOWN ARE LOCATED 

NOTE:

     AND HAS SPECIFIC STABILIZATION REQUIREMENTS.

     THIS PROJECT IS WITHIN THE FALLS LAKE WATERSHED

NOTE:

ROADSIDE ENVIRONMENTAL PROJECT ENGINEER

ROADSIDE ENVIRONMENTAL ENGINEER

TRENTON J. CORMIER, P.E.

LEVEL III CERTIFICATION NUMBER

LEVEL III CERTIFICATION NUMBER

3377

STACEY H. BAILEY, P.E.

3074

EROSION AND SEDIMENT CONTROL MEASURES

Temporary Rock Silt Check Type-A

Temporary Silt Fence

Description Symbol

Special Sediment Control Fence

Wattle/Coir Fiber Wattle

Wattle/Coir Fiber Wattle
with Polyacrylamide (PAM)

Turbidity CurtainSP

1633.01

1633.02

1605.01
1606.01

LEVEL III CERTIFIED BY:

STACEY H. BAILEY, PE

CERTIFICATION NUMBER: 3074

ISSUED: JUNE 7, 2016

EC-1/CONST.4

EXISTING STRUCTURE.
INCIDENTAL TO THE REMOVAL OF THE
IMPERVIOUS DIKE SHALL BE CONSIDERED
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-L- POT Sta.  10+00.00
-L- POT Sta.  13+00.00

BEGIN PROJECT

-L- PC Sta.  15+86.30

-L- PCC Sta.  18+14.72

-L- POC Sta.  18+50.00

END PROJECT

-L- PT Sta.  20+60.19
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LT & RT

50' TAPER

LT & RT

50' TAPER

(TYP.)

24'

(TYP.)

24'

(TYP.)

24'

AT-116' 16'

2GI
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+42 RT
BEGIN SBG 401

400

15"

(STRUCTURE PAY ITEM)
CLASS II RIP RAP

(STRUCTURE PAY ITEM)
CLASS II RIP RAP

EST. 7 SY GEOTEXTILE
EST. 2 TONS
CLASS B RIP RAP

EST. 185 SY GEOTEXTILE
EST. 55 TON RIP RAP
SEE DETAIL C
TOE PROTECTION

LIMITS
EXCAVATION 

EST. 150 SY GEOTEXTILE
EST. 150 TONS RIP RAP
SEE DETAIL D
BANK STABILIZATION

EST. 170 SY GEOTEXTILE
EST. 170 TONS RIP RAP
SEE DETAIL D
BANK STABILIZATION

WORK AREA.
DEWATER AND ISOLATE ADJACENT 
DIKE NCDOT STANDARD BMP TO 
SEE DETAIL D. USE IMPERVIOUS 
EXTEND RIP RAP TO AREA SHOWN,
PLACE CLASS II RIPRAP AND 
AT EXISTING INTERIOR BENTS,
REMOVE CONCRETE FOOTERS

18"
18"

403
402

EST. 65 SY MATTING
EST. 18 CY DDE
SEE DETAIL A
LATERAL 'V' DITCH

EST.  25 SY GEOTEXTILE
EST.  10 TONS RIP RAP
EST. 2 CY DDE
SEE DETAIL B
LATERAL 'V' DITCH
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LIMITS
CAUSEWAY
TEMPORARY 

LIMITS
CAUSEWAY
TEMPORARY 


