
SR 1711

BRUCE GARNER ROAD

TO

SR 1709

HORSESHOE ROAD

TO
LAWRENCE ROAD

SR 1710

SMITH CREEK

BL-8BL-9

BL-10

38-0025-3

BL-7
BL-6

BL-5

BL-4

38-0025-2

38-0025-1

253    38-0025-3  852949.8980   2116471.4850   370.02   OUTSIDE PROJECT LIMITS                 

10     BL-10      852402.0297   2116787.6387   348.84   OUTSIDE PROJECT LIMITS                 

9      BL-9       851885.9291   2117138.1978   322.96   OUTSIDE PROJECT LIMITS                 

8      BL-8       851370.8847   2117460.0037   316.46   14+97.97      16.25 LT

7      BL-7       850882.6527   2117642.8915   331.24   20+20.00      12.54 RT

6      BL-6       850325.7721   2117839.5945   373.69   OUTSIDE PROJECT LIMITS                 

5      BL-5       849837.8306   2117977.7449   392.00   OUTSIDE PROJECT LIMITS                 

4      BL-4       849248.8933   2118109.9777   404.55   OUTSIDE PROJECT LIMITS                 

252    38-0025-2  848751.0820   2118171.7470   420.97   OUTSIDE PROJECT LIMITS                 

251    38-0025-1  847688.6700   2118368.1000   441.79   OUTSIDE PROJECT LIMITS                 

------------------------------------------------------------------------------

POINT   DESC.        NORTH          EAST     ELEVATION   L STATION     OFFSET

BASELINE
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Location and SurveysSURVEY CONTROL SHEET 38-0025
17BP.5.R.57

DATUM DESCRIPTION

THE LOCALIZED COORDINATE SYSTEM DEVELOPED FOR THIS PROJECT

IS BASED ON THE STATE PLANE COORDINATES ESTABLISHED BY

NCDOT FOR MONUMENT "38-0025-2"

NORTHING:  848751.082(ft)  EASTING:  2118171.747(ft)

ELEVATION:  420.97(ft)

THE AVERAGE COMBINED GRID FACTOR USED ON THIS PROJECT

THE N.C.  LAMBERT GRID BEARING AND

LOCALIZED HORIZONTAL GROUND DISTANCE FROM

"38-0025-2" TO -L-  STATION 13+00.00 IS

N 16°36’45" W   2900.95’

ALL LINEAR DIMENSIONS ARE LOCALIZED HORIZONTAL DISTANCES

VERTICAL DATUM USED IS NAVD 88

INDICATES GEODETIC CONTROL MONUMENTS USED OR SET FOR HORIZONTAL PROJECT CONTROL

BY THE NCDOT LOCATION AND SURVEYS UNIT.

PROJECT CONTROL ESTABLISHED USING GLOBAL POSITIONING SYSTEM.

NOTES:

SITE CALIBRATION INFORMATION HAS NOT BEEN PROVIDED FOR THIS PROJECT. IF FURTHER

INFORMATION IS NEEDED, PLEASE CONTACT THE LOCATION AND SURVEYS UNIT.
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NOTE: DRAWING NOT TO SCALE

BENCH MARK DATA

-L- 13+00.00

BEGIN STATE PROJECT 

-L- 18+50.00

END STATE PROJECT 

********************************

RR SPIKE SET IN 18" HICKORY

 S 49°52’16" W    Dist  33’

L STATION 20+60

N 850827      E 2117641

BM-1       ELEVATION = 334.97’

********************************

********************************

RR SPIKE SET IN 18" PINE

  N 19°46’03" W    Dist 37’

L STATION 10+00

N 851821      E 2117198

BM-2       ELEVATION = 321.11’

********************************

GEOID  G12NC

(GROUND TO GRID) IS:  0.999963481


