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 LICENSE NO. F-0669
HATCH MOTT MACDONALD I & E, LLC

17BP.5.R.57 - GRANVILLE 25

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED
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SEAL

-L-

GRADE

POINT

CL

TYPICAL SECTION NO.  1

11’-0" 

0.08

TRANSITION FROM EXISTING TO TYPICAL SECTION NO.  1:

TRANSITION FROM TYPICAL SECTION NO.  1 TO EXISTING:

-L- STA 13+00.00 TO 13+50.00

-L- STA 18+00.00 TO 18+50.00

USE TYPICAL SECTION NO.  1:

4:1

SEE X-SECTIONS

VARIABLE

SEE X-SECTIONS

VARIABLE

USE TYPICAL SECTION NO.  2:

T

C

D

GRADE TO THIS LINE

GRADE

POINT
C1

0.02 FT/FT

CL-L-11’-0" 11’-0" 

36’-0"

W/ GR

9’-0"

6’-0"8’-0"

FDPS

4’-0"

-L- STA 15+81.80 (END BRIDGE) TO 18+00.00

-L- STA 13+50.00 TO 15+09.20 (BEGIN BRIDGE)

TYPICAL SECTION NO.  2

2

E

5’-9" 5’-9"

11’-0" 

W/ GR

9’-0"

6’-0"

FDPS

4’-0"

T

0.08

12 CORED SLAB UNITS

33’-6"   CLEAR ROADWAY

0.02 FT/FT

VAR. VAR.

NOTE:  SEE STRUCTURE PLANS FOR PAVEMENT DEPTHS ON STRUCTURE

-L- STA 15+09.20 (BEGIN BRIDGE) TO 15+81.80 (END BRIDGE)

MIN.
3.5"

MIN.
3.5"

       

NOTE:  PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.

AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD.

EARTH MATERIAL.

E

T

PAVEMENT SCHEDULE

C

D I19.0B, AT AN AVERAGE RATE OF 399 LBS. PER SQ. YD.

PROP. APPROX. 3�" ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE

PROP. APPROX. 4" ASPHALT CONCRETE BASE COURSE, TYPE B25.0B,

PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

AT AN AVERAGE RATE OF 112 LBS. PER SQ. YD. PER 1" DEPTH. TOC1

E

C

D

0.02 FT/FT

R

CONJUNCTION WITH GUARDRAIL
SHOULDER BERM GUTTER IN

DETAIL FOR

T
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6"

2’-4"

R SHOULDER BERM GUTTER.

3’-0"

SEE X-SECTIONS

VARIABLE

VAR.

PROP. APPROX. 1�" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD.

BE PLACED IN LAYERS NOT GREATER THAN 2" IN DEPTH.

TE

C

3’-0"VAR

CONJUNCTION WITH GUARDRAIL
PAVED SHOULDER IN

DETAIL FOR FULL DEPTH

D

SEE X-SECTIONS

VARIABLE
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9.0"

-L- STA 14+42.00 TO 14+88.68 RT

9"

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

DocuSign Envelope ID: 8BB9E108-F6A6-4031-BB15-B46B25D2387D

5/18/2016


		2016-05-20T07:46:31-0700
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




